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preface: 



This manual describes the Intel iAPX 432 Interface Processor (IP) , 
which is similar in many respects to the Intel iAPX 432 General Data 
Processor (GDP) , but different in others. Unique features and 
functions of the IP are presented and, vAiere appropriate, contrasted 
with those of the GDP. However r rather than duplicate all of the 
general 432 information contained in the conpanion documents listed 
below, this manual relies on the noted references for descriptions 
of those features of 432 architecture \i*iich are common to both 
processors. 

Chapters 1 through 6 of this manual describe how the Interface 
Processor (IP) and the Attached Processor (AP) cooperate to form a 
logical I/O processor for a 432 system. 

Detailed representations for system objects, as well as descriptions 
of IP windows, functions, faults, interrupts, initialization, and 
irrplementation notes may be found in the appendices. 

Related Literature 

As a prerequisite to an understanding of the discussion herein, it 
is assumed that the reader has acquired a good command of the 
general concepts and architecture of the iAPX 432 system as provided 
in the following documents offered by Intel. 

• The IWIEL 432 System Summary, Manager *s Perspective , Order 
Number 171867, provides the broad picture of the 432. It 
should be read as a first introduction to the 432 system. 

• The Introduction to the iAPX 432 Architecture , Order Number 
171821, restricts discussion to general architecture 
features whicii distinguish the 432. 

• The iAPX 432 General Data Processor Architecture Reference 
Manual , Order Number 171860, provides detailed information 
on one type of 432 processor, a General Data Processor 
(GDP) . Its glossary is a concise summary of the most 
important terminology which is required when reading the 
Interface Processor manual. 
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Change Activit y 



This revision level -003 manual is the manual that results from 
integrating Change Sets 1 and 2 (described below) into the revision 
level -001 manual. There is no need to request these change sets in 
order to make the current document complete. 

CHANGE 1 (Change Notice 172299'-001) raised this manual from revision 
level -001 to revision level -002. CHANGE 1 affected two areas: 

1) Known errata were corrected. 

2) Terminology was standardized with that used to describe the 
iAPX 432 architecture. 

CHANGE 2 (Change Notice 172300-001) raised this manual from revision 
level -002 to revision level -003. CHANGE 2 affected two areas: 

1) Documentation was added for both the Release 2.0 and 
Release 2.1 IP components. 

2) A new "Implementation Notes" appendix was added. 

Release 2.0 changes included: 

1 ) Removing the RETRIEVE REFINED OBJECT operator 

2) Adding the DISPATCH operator 

3) Adding a ready bit to the process status word 

4) Adding a process already suspended bit to the processor 
status word 

5) Modifying the SET PS MODE function 

6) Adding new fault codes 

7) Making some changes in a few system object structures 
Release 2.1 changes included: 

1 ) Adding a fault vector bit to the process status word 

Pages containing changes are flagged with "Change n" at the foot of 
the page; affected lines are marked with change bars. Unless 
otherwise noted, a page marked "Change n" includes any changes from 
the previous n-1 notices. 
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CHAPTER 1 
KEY CONCEPTS 



This chapter introduces the iAPX 432 Interface Processor (IP) . The 
first four sectiais cover the IP as it is used normally in 
connection with input/output operations. Section 1-1 distinguishes 
Peripheral Subsystems (PS) , which are responsible for the bulk of 
I/O operations r from the 432 data processing system^ and shows how 
Interface Processors link these together. The second section 
reviews the 432 's basic model of input/output, pointing out the need 
for an interface between a Perijiieral Subsystem and the 432 system. 
Secticxi 1-3 describes the hardware and software that oaiprise this 
PerijAieral Subsystem inter facer with particular erafiiasis on the role 
of the IP. In the fourth section the I/O model is summarized and a 
sinple exanple inplanentation is reviewed. The final section of the 
chapter introduces physical reference mode and interconnect 
addressing r two additicMial IP facilities that are provided for 
special situations. 



1-1. PEKCPHERMi SUBSYSTEMS 

A typical application based on the iAPX 432 microprocessor family 
consists of a 432 system and one or more satellite Peripheral 
Subsystems . Figure 1-1 illustrates a hypothetical configuration 
which enploys two Peripheral Subsystems. The 432 system hardware is 
composed of one or more ifiPX 432 General Data Processors (ODPs) , one 
or more Interface Processors ^ and a canmon matory which is shared by 
these processors. The 432 syston software is a collection of one or 
more processes which execute on the GDP(s) . 

A fundamental principle of the 432 architecture is that the 432 
system environment is self-contained.; neither processors nor 
processes have any direct contact with the "outside world." 
Conceptually / the 432 system is enclosed by a wall that protects 
objects in memory from possible damage by uncontrolled I/O 
operations. 
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432 System/Peripheral Subsystem Boundary 



Figure 1-1 432 System and Peripheral Subsystems 
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In a 432-based system^ the bulk of processing required to support 
input/output c^ratiais is delegated to Perifdieral Subsystems; this 
includes device control, timing, interrupt handling and buffering. 
A Peripheral Subsystem is an autonomous conputer system with its own 
montiory, I/O devices and controllers, at least one processor, and 
software. The number of Perij^eral SubsystOTis employed in any given 
applicati.on depends on the I/O-intensiveness of the application; the 
nuntoer may be varied with changing needs, and is independent of the 
nunber of GDPs in the system. 

A PeriE*ieral Subsystem resembles a conventional mainframe channel in 
that it assumes responsibility for low-level I/O device support and 
executes in parallel with 432 systen processor (s) . Unlike a sinple 
channel, however, each Peripheral Subsystem can be configured with a 
complement of hardware and software resources that precisely fits 
application cost and performance requirements. In general, any 
system that can communicate over a standard 8- or 16-bit 
microcomputer bus, such as Intel's MultibusIM design, may serve as 
a 432 Peripheral Subsystem. 

A Peripheral Subs5^tem is attached to the 432 system by means of an 
iAPX 432 Interface Processor (IP) . At the hardware level, an 
Interface Processor presents two separate bus interfaces. One of 
these is the standard 432 processor packet bus and the other is a 
very general interface that can be adapted to most traditional 8- 
and 16-bit microconputer buses. 

The Interface Processor is driven by Peripheral Subsystem software. 
To snrport the transfer of information through the wall that 
separates a Perifiieral Subsystem from the 432 system, the IP 
provides a set of software-controlled window . A window is used to 
expose a single object (data structure) in 432 systen wesvory so that 
its contents may be transferred to or from the Peripheral 
Subsystem. To preserve the integrity of the capability-based 
protection mechanisms in the 432 system, the IP only provides the PS 
with windowed access to 432 objects v*iich are of systen type data 
segment . 

An Interface Processor additionally provides a set of functions , 
which are also invdced by Perijrfieral Subsystem software. While the 
operation of these functions (and the returned results) varies 
considerably, they generally permit objects in 432 system memory to 
be manipulated as entities, and enable ooninunication between 432 
system processes and software executing in a Peripheral Subsystem. 
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It is inportant to note that both the win(3ow and function facilities 
utilize and strictly enforce the standard 432 addressing and 
protection systenns. Thus, a window provides protected access to an 
objectr and a function provides a protected way for Peripheral 
Subsystem software to interact with the 432 system. 

1-2, BASIC 1/3 MODEL 

As figure 1-2 illustrates^ input/cxitput operations in a 432 system 
are based on the notion of passing messages between 432 system 
processes and device tasks located in a Peripheral Subsystem. In 
this manual r a device task is considered to be the hardware and 
software in the Perij*ieral Subsystem which is responsible for 
managing an I/O device. An I/O device is considered to be either a 
consumer or producer of data. Thus an I/O device may be a real 
device (e.g., a terminal) r a file, or a pseudo-device (e.g., a 
spooler) . 

A message sent from a GDP process which requests I/O service 
contains information that describes the requested operation (e.g., 
"read file X5rz"). The device task interprets the message and 
carries out the (^>eratic»i. If an operation generates input data, 
the device task returns the data as a message to the originating 
process. The device task may also return a message to positively 
acknowledge completion of a request. 

A very general and very powerful mechanism for passing messages 
between processes is inherent in the 432 architecture. A given 
Peripheral Subsystan may, or may not, have its own message facility, 
but in any case, siK:h a facility will not be directly oonpatible 
with the 432' s. By interposing a Peri^eral Subsystem interface at 
the subsyston boundary, the standard 432 interprocess comtiunication 
system can be made oonpatible with any device task (see figure 1-3) . 
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432 System 



Peripheral Subsystem 



Service 




0. Process running on GDP needs I/O 3« Device task transfers data according to 

service service order parameters 

!• Process formulates message 4, Device task formulates reply message 

describing service, sends it to containing result of transfer operation, sends 

device task it back to originating process. 

2. Device task receives service 5. Originating process receives reply, interprets 

order, interprets it it, executes accordingly 



Figure 1-2 Basic I/O Service Cycle 
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Figure 1-3 Peripheral Subsystem Interface 
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1-3, PERIPHERRL SUBSYS1EM IbflKKb'ACE 

A Peripheral Subsystem interface is a collection of hardware and 
software that acts as an adaptor which enables message-based 
coimiunication between a process in the 432 systen and a device task 
in a Peri^eral Subsysteme Viewed from the 432 side, the Peripheral 
S'jbsysteiri interface aj^ars to be a set of processes. The 
Peripheral Subsystem interface may be designed to present any 
desired appearance to a device task. For exanple, it may look like 
a collection of tasks. 



PBKCPHBRfiL SOBSYSTEM INTBBFftCE HftBDWRRE 

The Peripheral Subsystem interface hardware consists of a 432 
Interface Processor, an Attached Processor (AP) , and memory (see 
figure 1-4). To improve performance, these may be augmented by a 
EMA controller. The AP and the IP provide coitplennentary 
facilities. Considered as a whole, the AP/IP pair may be thought of 
as a logical I/O processor , which supports software operations in 
both the 432 systan and the Peripheral Subsystem. 



ATTAOIED PIOCESSOR 

Most any general-purpose processor, such as an 8085, an iAPX 86 or 
an iAPX 88, can be used as an Attached Processor. The AP need not 
be dedicated ejorlusively to working with the Interface Processor. 

applications. Thus, the AP may be the only processor in the 
Peripheral Subsystem, or it may be one of several. To insure 
synchronization and coordination, in Peripheral Subsystems with 
multiple processors, only one of these should be designated to serve 
as the AP. Other processors (or active agents, such as DMA 
controllers) may be given access to IP windows, but control of the 
Interface Processor should be centralized in the Attached Processor. 

As figure 1-4 shows, the AP is "attached" to the Interface Processor 
in a logical sense only. The jAiysical connections are standard bus 
signals and one interrupt line (which would typically be routed to 
the AP via an interrupt controller) . 
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432 System 
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Interrupt ^ 



Logical I/O Processor 
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Memory 



Figure 1-4 Peririieral Subsystem Interface Har(3ware 
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Continuing the notion of the logical I/O processor, the Attached 
Processor fetches instructions, provides the instructions needed to 
alter the flew of execution, and performs arithmetic, logic and data 
transfer c^rations within the Peripheral Subsystem. 



nSTEPiSyCE PRXESSOR 

The IP oonpletes the logical I/O processor by providing data paths 
between the Peripheral Subsyston and the 432 system. The IP also 
provides functions v*iich effectively extend the AP's instruction set 
so that software running on the logical I/O processor can operate in 
the 432 systCTi. Since these facilities are software-controlled, 
they are discussed in the next section. 

As figure 1-4 shows, the Interface Processor presents both a 
Peripheral Subsystem bus interface and a standard 432 processor 
packet bus interface. By bridging the two buses, the IP provides 
the hardware link that permits data to flow between the 432 system 
and the Peripheral Subsystem. 

Hie Interface Processor connects to the 432 systan in exactly the 
same way as a GDP. Thus, in addition to being able to access 432 
memory, the IP suj^rts other 432 hardware-based facilities, 
including interprocessor communication, alarm signaling and 
functicxial redundancy checking. 

On the I/O subsystem side, the IP provides a very general bus 
interfacf^ that can be adapts to any standard 8- or 16-bit 
microprocessor bus, including Intel's MultibusTM architecture, as 
well as the component buses of the MCS-85 and iAPX 86 families. The 
IP is connected to the PerijAieral Subsystem bus as if it were a 
manory conponent; it occupies a block of memory addresses up to 64k 
bytes long. Like a memory, the IP behaves passively within the 
Peripheral Subsystan {except as noted belcw) . It is driven by 
Peripheral Subsystem monory references that fall within its address 
range. 

The IP generally responds like a matory cotpDnent. The Interface 
Processor also supplies an interrupt signal. The Interface 
Processor uses this line to notify its Attached Processor that an 
event has occurred which requires its attention. Interrupt handling 
software cxi the AP may read status informaticxi provided by the IP to 
identify the nature of the event. 
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To sunmarize, the Attached Processor and the Interface Processor 
interact with each other by means of address references generated by 
the AP and interrupts generated by the IP. Since the Interface 
Processor respords to memory references^ other active Peripheral 
Subsystem agents (bus masters) f such as DMA controllers ^ may obtain 
access to 432 system memory via the IP's windows. 



PERIPHERAL SUBSYSTEM INTERFACE SOFTWARE 



I/O CONTROLLER 

The Perijiieral Subsystem interface is managed by software, which 
this manual refers to as the I/O controller . The I/O controller 
executes cxi the Attached Processor and uses the facilities provided 
by the AP and the IP to control the flew of data between the 432 
system and the PeripAieral Subsystem. 

432 hardware imposes no constraints an the structure of the I/O 
controller. To help siitplify software organization and 
modification, itiplementors may wish to consider organizing it as a 
collection of tasks running under the control of a multitasking 
operating system (such as iRMX-80TM^ iRMX-88'IM^ or 
iRMX-Se™) . This type of organization supports asynchronous 
message-based communication within the I/O controller, similar to 
the 432 's intrinsic interprocess oOTinunication facility. Extending 
this approach to the device task as well results in a consistent, 
system-wide communication model. However, ccxtmunication within the 
1/0 controller and between the 1/3 controller and device tasks, is 
oonpletely application-defined. It may also be inpleroented via 
synchronous procedure calls, with "messages" being passed in the 
form of parameters. 

Hcwever it is structured, the I/O controller interacts with the 432 
system through facilities provided by the Interface Processor. 
There are three of these facilities: execution environments ^ 
windows, and functions. 
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EXEJCUnON ENVIPONMEaSITS 

Hie Interface Processor provides a process ac3dressing environment 
within the 432 system which supports the operation of the I/O 
controller in the 432 system. This environment is embodied as a set 
of system objects that are used and manipulated by the IP. At any 
time, the I/O controller is represented in 432 memory process 
objects ana associated context objects . Like a GDP, the IP itself 
IS represented by a processor object . Representing the IP and its 
controlling software like this creates an execution environment that 
is analogous to the environment of a process running on a GDP. This 
enviraiment provides a standard framework for addressing, protection 
and communication within the 432 system. 

Like a GDP, an IP supports multiple process environments. The I/O 
controller selects the environment in iidiich a function is to be 
executed. This permits, for example, the establishment of separate 
environments corresponding to iri3ividual device processes in the 
Peripheral Subsyston. If an error occurs while the IP controller is 
executing a function on behalf of one device task of the I/O 
controller, that error is coifined to the associated process, and 
processes associated with other device tasks are not affected. 



WINDOWS 

Every transfer of data between the 432 system and a Peripheral 
Subsysten is performed via an IP window . A window defines a 
correspondence f or mapping ^ between a subrange of consecutive 
Peripheral Subsystem memory addresses (within the range of addresses 
occupied by the IP) and an object of system type data segment in 432 
system memory (see figure 1-5) . When an agent in the Peripheral 
Subsystem (e.g., the IP controller) reads a windowed address, it 
obtains data from the associated object; writing into a windowed 
address transfers data fron the Peripheral Subsystem to the windowed 
object. The action of the IP, in mapping the Peripheral Subsystem 
address to the system object, is transparent to the agent making the 
reference. As far as it is concerned, it is simply reading or 
writing memory. 
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•Peripheral Subsystem Memory Space - 



432 System Memory Space 



Normal Memory Reference 



Local Memory Addresses — 



Interface Processor Addresses- 



Windowed Memory Reference 



IP window maps a subrange 

of peripheral subsystem addresses 

onto an object in 432 memory 



Subrange i 

■■ ■■ ■■ [■ ! 



Object 



Figure 1-5 Interface Processor Window 
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Since a wirKiow is referenced like memory, any individual transfer 
m^ be between an ctoject and PS memory, an object and a PS processor 
register, or an object and an I/O device. The latter may be 
appealing from the standpoint of "efficiency," but it should be used 
with caution. Using a windcw to directly "connect" an I/O device 
and an object in 432 meanory has the undesirable effect of 
prcxxDgating the real-time constraints inposed by the device beyond 
the siiDSystCTi boundary into the 432 system. It may seriously 
conplicate error recovery as well. Finally, since there is a finite 
number of windows, most applications will need to manage them as 
scarce resources which will not always be instantly available. This 
means that at least some I/O device transfers will have to be 
buffered in PS memory until a window becomes available. It may be 
simplest to buffer all I/O device transfers in monory, and use the 
windows to transfer data between PS memory and 432 system memory. 

There are four IP windows which may be mapped onto four different 
objects. The I/O controller may alter the windows during execution 
to obtain access to different objects. References to windowed 
subranges may be interleaved and may be driven by different agents 
in the Peripheral Subsystem. For escample, the Attached Processor 
and a IMA controller may be driving transfers concurrently, subject 
to the same has arbitration constraints that would apply if they 
were accessing memory. 



FUNCTIONS 

A fifth window- the control window, provides the IP controller with 
access to the Interface Processor's function request facility . The 
IP controller requests the execution of an IP function by writing 
operands and an opcode into predefined locations in the control 
window's subrange. This procedure is very similar to writing 
comnnands and data to a memory-mapped peripheral controller (e.g., 
floppy <3isk controller) . Upon completion of the function, the IP 
interrupts the AP and provides status information which the IP 
controller can read through the control window. Tlie IP can respond 
to transfer requests to the other four windows while it is executing 
a function. In addition, data transfers through windows 0 through 3 
may be interleaved with function request sequences through the 
control window. 
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The IP*s function set permits the I/O controller to: 

• alter windows; 

• exchange messages with GDP processes via 
the standard 432 interprocess communication 
facility; 

• manipulate objects. 

These functions may be viewed as extensions to the Attached 
Processor's instructiai set, which permit the I/O controller to 
operate in the 432 system. 

The combination of the IP's function set and windows, the AP's 
instruction set, and possibly additional facilities provided by a 
Peripheral Subsystem operating system, permits great flexibility in 
designing I/O models. By using the more sophisticated IP functions, 
powerful I/O controllers can be built which are capable of relieving 
the 432 system of much I/O-related processing. On the other hand, 
by utilizing only a subset of the available IP functions, relatively 
sinple I/O controllers can also be constructed. 



1-4. I/O M3DEL StlWARy 



DATA BIOH SUMMARY 

Figure 1-6 surannarizes the relationship of the hardware and software 
ocitponents that cooperate to move data between an I/O device and 432 
system memory. Notice how the Perij*ieral Subsystem interface not 
oily bridges the 432 system/Peripheral Subsystem boundary, but also 
can "hide" the characteristics of the one from the other. As far as 
a device task is concerned, its job is to move data between memory 
and an I/O device; it may be ccxnpletely unaware that it is connected 
to a 432 system. This means that existing device tasks may be 
utilized in a 432 system with little or no modification, and that 
programmers working an device tasks need not be trained in the 
operation of the 432. Similarly, a GDP process which needs an I/O 
service need have no knowledge of the details and characteristics of 
the target I/O device. As far as it is concerned, it "performs" I/O 
in the same way it oonmunicates with a co-operating process; by 
sending and receiving messages via the standard 432 interprocess 
communication facility. 
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» Peripheral Subsystem* 



•Peripheral Subsystem Interface- 



Input - 



Action 
Data 

Location 



/ 



I/O 
Device 




Message 

or 
Buffer 



Object 



Copy Data 



Copy Data 



^Port Object^ 



432 System « 
(1) 



-Output 



Object 


^ ^ 


(Message) 





Object 



Copy Reference 



Copy Reference 



P,S,I/0 Space 



P.S, Memory 



432 System Memory 



IP Controller 



GDP Process 



Supporting 
Hardvr£u:e 



Device Controller/ (2) 



AP + IP (3) 



GDP 



Notes: (1) Only object reference is moved to and from port. 

(2) Supporting processor is defined by application; 
may be AP, a separate processor, may include a 
DMA controller. 

(3) May also include a DMA controller. 



Figure 1-6 I/O Data Flew Suramary 
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I/O EXAMPLE 

Tb illustrate the operation of the 432 I/O nodel nore specifically, 
this sectioi provides a sinnple example which shows hew line printer 
output might be inplemented. Of course, the example describes only 
one of jnany possible approaches that might be taken. Furthermore, 
the exanple does not show all the detail of a typical 
irrplementation, with the Peripheral Subsystem supporting transfers 
to and from a number of devices concurrently. 

In this exanple, all Peripheral Subsystem software is assumed to be 
inplemented as a collection of tasks running under the control of a 
multitasking operating system. This OS is assumed to allow tasks to 
communicate with one another in a fashion that is analogous to the 
432 interprocess ooirmunication facility. The mechanisms provided by 
the OS are messages, mailboxes, a TRANSMIT operator and an ACCEPT 
operator. Messages are arbitrary data structures in memory, and 
mailboxes are queue structures that hold tasks waiting for messages 
or messages waiting for tasks. Vlhen executed by a task, TRANSMIT 
moves a message from a task to a mailbox and ACCEPT moves a message 
from a mailbox to the issuing task if a message is available; if 
not, the task is queued at the mailbox until another task TRANSMITS 
a message to the mailbox. In other words, mailboxes are analogous 
to 432 ports and TRANSMIT and ACCEPT are analogous to the 432 SEND 
and RECEIVE operators. 

Figure 1-7 shows the overall structure of the example system and the 
flew of data from one elenent to another (see also table 1-1) . 
Basically, a GDP process wishing to print data on the line printer 
serds a message containing the data to the Peripheral Subsystem task 
v*iich controls the printer; y^hen the data has been printed, the 
printer task returns the message as a positive ackncwledgement to 
the originating process. The process may then send more data by 
writing it into the message and sending it off again. In practice, 
there might be a pool of these messages, with several cycling 
through the system at one time. 
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Figure 1-7 Printer Exanple 
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Table 1-1 Printer Exanple Legend 


Item 


Description 


Printjobject 


Object (message) describing print 
operation from requesting process's 
point of view (see figure 1-8) • 


Pr int_request_jxDr t 


432 communications port assigned by 
oaiventicai to queue print objects. 


Pr int_j:eply_por t 


432 communications port where GDP 
process waits for result of operation. 


SEM)/RBCEIVE 


432 operators (GDP instructions, IP 
functions) provided for interprocess 
communication. 


PrintjDrder_jnailba>c 


C6 message queue defined to hold print 
messages waiting for printer task. 


Pr int^rei^nsejnailbox 


OS message queue defined to hold print 
messages already processed by the 
printer task. 




OS qperators analogous to 432 SEND and 
REJCEIVE curators. 
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Figure 1-8 shows how the message sent by the GDP process might be 
organized. It consists of two parts, an object reference part and a 
text part. The object references are for the text part of the object, 
the 432 port at which the process will wait for the message to be 
returned, ana a reference for the process itself (GDP or iP) . This 
l^t reference is not strictly necessary in the exanple, bjt is 
provided to show one way in which a message may identify its 
originator. 

The text part of the message contains a ccxiinand field which specifies 
what is to be done (e.g., print one page), a status field which 
reflects the disposition of the print request, and the data to be 
printed. 

With the exception of the status information, all data in the message 
is provided by the GDP process; the status field is updated by the 
printer task. 

The next three sections describe the operation of the example system 
as seen by the GDP process, the printer task, and the IP controller. 
These descriptions present an overview of the operations. For more 
detail on how these activities relate to IP facilities, please refer 
to Appendix F, (Interprocess CJommunication Exanple) , vrtiich refines the 
printer exanple. 



GDP Process Perspective 

To direct output to the line printer, a GDP process builds a print 
object and sends it as a message to the print_request_jx:>rt. The port 
is the process's "connection" to the line printer. After it has sent 
the message, the process is free to continue running. When it cannot 
proceed further without acknowledgement of the print operation, the 
process attenpts to receive a message fran the print_reply__port it 
specified in the printjDbject. When the operation has been ccarpleted, 
the process will receive the message. It then inspects the status 
field and takes appropriate action, perhaps writing new data into the 
printjDbject and sending it off again. 
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Process 
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Figure 1-8 Example Print Object 
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Printer Server Task Perspective 

The printer server task may be viewed as a "front end" to the 
printer task which is responsible for translating the message sent 
by the GDP process into the form expected by the printer task. The 
printer server loops through the following steps: 

1. REICEIVE a message from the print_requestj?ort. 

2. When the message (a print object) is received r obtain an 
access selector for the message text, 

3. Using the access selector, open a window onto the message 
text. 

4. Copy the message text from 432 memory to PS memory through 
the open window. 

5. Close the window. 

6. TBMSMJT a message with a reference to the print text to 
the printer task. 

7. Repeat fron step 1. 



Printer Task (Device Task) Perspective 

The printer task runs in an endless loop repeating the following 



steps: 




1. 


AuuiiT a message from the print_orderj[nailbox; 


2. 


Interpret the message; 


Om 


Tiansfer tlie data ftoni the luessage to the pl inter f taking 




care of all device control (e.g., interrupts); 


4. 


Update the status field of the print_message with the 




result of the operation; 


5. 


TBMSSATT the updated print_message to the print_response 




mailbox; 


6. 


Repeat from step 1. 



Printer Reply Task Perspective 

The printer reply task may be viewed as a "back end" to the printer 
task. It runs in an endless loop as follows: 

1. ACCEPT a message from the print_response_jnailbox. 

1. Open a window onto the printjDbject in the 432 system. 

2. Formulate a printer eply_message and deposit it in the print 
object through the open window. 

3. Close the window. 

4. SEND the print_object to the printer reply port in the 432 
system. 

5. Repeat fron step 1. 



Change 1 
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1-5, SUPPiaVENTARY INTERFACE PROCESSOR FACILITIES 

The preceding sections have described the Interface Processor as it 
is used most of the time. The IP provides two additional 
capabilities which are typically used less frequently, often only in 
exceptional circumstances. These are physical reference mode and 
interconnect access. 



PHySICRL REFEREMCE IVPDE 

An IP normally operates in logical reference mode. This mDde is 
characterized by its object-oriented addressing and protection 
system. When an IP running in logical node opens a window, it 
utilizes an access selector to specify a particular 432 data 
segment. There are times when logical referencing is impossible 
because the objects used by the hardware to perform 
logical-to-physical address development are absent (or, less likely, 
are damaged) . In these situations the IP can be used in physical 
reference mode. 

An IP which is operating in T*ysical reference mode circumvents the 
protection mechanisms of the 432 system. No distinction is made 
between data segments and access segments in physical reference 
mode. The IP provides a reduced set of functions in this mode. 
Windows map directly onto contiguous segments of 432 physical memory 
(rather than object structures in 432 menory) . The fp controller 
selects a segn^nt by specifying a 24-bit pAiysical address when it 
establishes a window. The IP interprets subsequent subrange 
references as 16-bit displacements from the segment's base address. 
Hiis simple base-plus-displacement addressing is similar to 
traditional conputer addressing techniques. 

Physical reference mode is most often employed during system 
initialization to load images of objects from a Peripheral Subsystem 
into 432 memory. Once the required objects are available, 
processors can begin normal logical reference mode operations. 
Logical mode cannot be used until the object tables required for 
logical-to-E*iysical address translation have been constructed and 
loaded into 432 memory. 



INraimJNBCT ACCESS 

In addition to memory, the iAPX 432 architecture defines a second, 
independent address space called the processor-memory interconnect 
address space. The interconnect address space allows interconnect 
objects to be maintained which may contain one or more interconnect 
j registers . Interconnect registers are double-byte quantities which 
are aligned on double-byte boundaries. With the exception of a few 
reserved addresses, the definition and use of interconnect locations 
is not pre-defined for the IP. Appendix E of this manual suggests 
how the interconnect may be utilized during the initialization of 
variable-configuration systems. 
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The IP (like a GDP) requires twD register locations in the 

interconnect space to be defined for any system: 

e the processor ID reg ister (interconnect address 0 ) 
# the interprocessor communication (IPC) register 
(interconnect address 2) 

The reminder of the interconnect address space may be used to store 
or acquire other information such as configuration parameters, error 
logging registers, and other application-specific quantities. 

Window 1 is software-switchable between the inenory and the 
interconnect spaces. In logical reference inode, the interconnect 
space is addressed in the same object-oriented manner as the memory 
space, with the IP automatically performing the logical-to-T*iysical 
address develoanent. To access the interconnect space, the I/O 
controller must specify an access selector for an interconnect 
object which exposes a segment of the interconnect space to the IP. 
The normal window addressing schenie is then used to locate 
individual interconnect registers within the object. Switching 
window 1 to interconnect access ntxJe gives the IP access to 
interconnect objects. This operation is equivalent to the MOyE TO 
IIOTERXNIM^ and MOVE FSOA IWraKXNNECT operators of the GDP. 

In physical reference mode, the interconnect space is addressed as a 
linear array of even-addressed, double-byte, interconnect 
registers. As with physical reference mode memory accesses, the 
switchable window is set Up with a 24-bit rtiysical base address. 
Peripheral subsystem references to the corresponding subrange are 
likewise interpreted by the IP as 16-bit displacements from the base 
acMress to individual interconnect registers. 
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CHAPTER 2 
CBJBCIB AND CPERATORS 



This chapter describes the 432 environment as it appears to the I/O 
controller software. It points out v^at the I/O controller can, and 
cannotr do in the 432 system. The first section broadly compares 
the facilities provided tay the Interface Processor to those 
available oi the General Data Processor. The remaining sections 
describe Interface Processor facilities provided fors 

• addressing and protecticwi; 

• objects for program environments; 

• facilities for asynchronous communication; 

• processes and storage resource management; 

• facilities for process scheduling ard 

dispatching. 

Because a great many facilities are ccmnon to both processors, this 
chapter adopts the approach of describing IP facilities that are 
different or unique, and referring the reader to the iAPX 432 
General Data Processor Architecture Reference Manual , Order Number 
171860, for descriptions of identical features. 



2-1. SUMMARy OF IP EftCILITIBS 

This section surveys the Interface Processor by comparing it to the 
General Data Processor. When reading this section, it is useful to 
recall the notion, introduced in chapter 1, of the AP/IP pair 
co-operating as a logical I/O processor. In this arrangement, the 
Attached Processor fetches instructions, provides arithmetic, 
logical, and flcw-of -control operations, and generates Peripheral 
Subsystem address references. The Interface Processor cannpletes the 
logical I/O processor by supplving the facilities for operation 
within the 432 system, plus the window mechanism for transferring 
data between the two systems. Windows are discussed in detail in 
chapter 3. 
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To permit the I/O controller to function in the 432 system as well 
as in the Peripheral Subsystem, the IP provides an environment , and 
operators that it executes within this environment. The enviroiment 
is embodied in the system objects that the Interface Processor 
recognizes and manipulates, while the operators take the form of 
function requests issued by the IP controller and executed by the 
IP, (Like a GDP, the IP performs other operations in response to 
interprocessor canmunications; these are normally transparent to the 
AP, however.) 

The standard 432 object-oriented addressing and protection systems 
underlie all IP facilities. The IP uses the same 
descriptor-controlled, segment-based address development mechanism 
as the GDP. It performs type and rights checking identically. 
Addressing and protection apply to both the transfer of data through 
windows and the execution of functions. 

Table 2-1 lists all 432 system objects and coirpares the IP's 
ittplonentation of them with that of the GDP (see /^3pendix A for IP 
system object structures) . For the most part these objects are 
handled identically by both machines; the variances noted in the 
table stem from the different orientation and design of the two 
machines. The IP does not implement instruction segments, for 
example, because its Attached Processor takes care of instruction 
fetching. 

IP processor, process and context ctojects are similar in purpose to 
the corresponding GDP structures, but are implemented somewhat 
differently. Importantly, the processor and process objects are 
compatible with the standard 432 processor and interprocess 
communication facilities. The IP supports multiple process 
environments? a separate process can be associated, for example, 
with each Peripheral Subsystem device task. Each process has a 
single context object which defines the process's current access 
environment (i.e., the objects that are instantaneously accessible), 
and records status information. 
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Table 2-1 IP/GDP Systen Object Comparison 
Object 

Processor Object 
Process Object 
Context Ctoject 
Operand Stack 
Instruction Segment 
Object Table 
Domain 
Port 
Carrier 

Storage Resource 
Type Definition 
Communication Segment 
Type Controller 
Refinement Controller 

Legend : 

identical IP and GDP implementations are identical 

similar While conceptually similar r IP implements object 

differently than GDP 
none IP does not implement object 



IP OPERKTORS 

Table 2-2 ccnpares the operators available in the IP's function set 
to those provided in the GDP's instruction set. Since windows are 
unique to Interface Processors, the ALTER MM> PND SELECT DATA 
SEGMENT function has no counterpart in the GDP. Conversely r the IP 
has no functions for performing arithmetic (except for the exclusion 
function INDIVISIBIE AIX) SHORT ORDINAL) or logical operations on 
numeric or character data types, nor any operators to alter the flow 
of executicai (e.g., branch or call functions). To the extent that 
these classes of operators are needed in a PerijAieral Subsystem 
interface, they can be provided by the combination of the Attached 
Processor's instruction set and the IP's window facility. For 
example, by opening a window on a message received from a GDP 
process, the I/O controller can use AP instructions to test and 
branch on the value of a message field read through the window. 



IP Implementation 

similar 

similar 

similar 

none 

none 

identical 
identical 
identical 
identical 
none 

identical 
identical 
identical 
identical 
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Through its windows^ an IP provides the basic ability to read and 
write the contents of objects conposed of data segments. Hbweverr 
using its function request facility an IP can manipulate an access 
descriptor \vhich references an object. The IP can examine a complex 
(multi-segment) object r gaining access to its corponent segments. 
It can perform type and rights manipulation on both 
hardware-recognized typed objects as well as software-recognized 
types. When manipulating software-recognized types ^ an I/O 
controller is acting as a type manager and its actions must be 
coordinated with the 432 type manager which has created the object. 

The Interface Processor provides the I/O controller with both 
process and processor communication facilities • Interprocess 
communication is asynchronous and is performed with the aid of 
ports r system objects which provide synchraiization and queuing for 
messages. Any object may be sent as a message from a process to a 
port. Interprocessor communication messages are predefined. Some 
of them apply to all classes of 432 processors r and others are 
specific to a particular class (e.g.^ IP or GDP) of processor. The 
I/O controller can send one of these messages to an individual 
processor, or it can broadcast a message to all processors in the 
432 system. 
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Table 2-2 IP/GDP Operator Conparison (Part 1 of 2) 
Operator Implementation 
WINDOW SBFINITIGN OIERKIXB 



Alter Map ana Select Data beoment 


IP 


AULiSbb DEdCRIFTUR MDvE^^ENT OFiiKATORS 




Cj0p7 Acc3ess Descriptor 


rTvnLi_T"D 
ViDFTllr 


LNui± Access Descriptor 


OjPtIP 








VjLIJrTXJr 




VjL/jTTXir 


i X irlli UCiT XJN X 1 XUiN JYlfVIN XirULril lUIN UJrJilviLivJKo 




v^reate iruDiic lype 


rs\D 


L^reane irr ivatie lype 




Kecrieve irUDxic lype iNepresentiation 


VjL/irrXir 


Ketirieve j-Vpe Kepresentation 




Ketxieve lype ijerinicion 








i-^rea^e rsenneinent 


viL/F 


^reaue xypeu JwerinenienL. 


PHD 


DJiVaXlEANl vJtlCdriX XUlN UJrJDilflXvJlKo 




urease ubxjcl oecpnenc 


ViUF 


L^reaue /access begnienu 


viJJF 




vjdLur 


V-'L GaT-G nCC6oo JJeSCL ip lOl 




Arv^pcc TKTQDTy^PTrM nDiTDarnmxi 

AL^roO XiNorXA^X L\Xs UlrIiir\HX\JxC> 




xnsDecu «ccess ijescripLor 


riri'DLLTP 
ViUirTXF 


X riopec u v/D J u 


cnp+TP 

SjUxttxit 


rSLA^IIOD XiNXILl\LAA_*J\ UJcTiKflXVJlKo 






rT>D4-TD 

VjEUirTXJr 


Unlock Obiect 


C33P+IP 


Indivisibly AcSd Short Ordinal 


GDP+IP 


Indivisibly Md Ordinal 


GDP 


Indivisible Insert Short Ordinal 


similar 


Indivisible Insert Ordinal 


GDP 


csasnEXT operotors 




Enter Access Segment 


ODP+IP 


Enter Global Access Segment 


GDP+IP 


Set MDde 


GDP 


Call 


GDP 


Call with Message 


GDP 


Return 


GDP 


PERIPHERAL SUBSYSTEM MKE OPERATOR 




Set Peripheral Subsystem Mode 


IP 



Change 2 
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Table 2-2 continued IP/GDP Operator Comparison (Part 2 of 2) 
PROCESS aMVEJOTCATICN OPERATORS 



Send 


GDP+IP 


Receive 


GDP+IP 


Conditional Send 


GDP+IP 


Conditional Receive 


GDP+IP 


Surrogate Send 


GDP+IP 


Surrogate Receive 


GDP+IP 


Delay 


GDP 


Read Process Clock 


GDP 


Dispatch 


IP 


PROCESSOR uJWMuNICATICN OPERATOI^ 




Send to Processor 


GDPflP 


Broadcast to Processors 


CjDF+iJr 


Read Processor Status 


GDPrIP 


ImEIOJNNECr OPEK/VIXjRb 




Move to Interconnect 




Move f ran Interconnect 


GDP" 


BRANCH OPERATORS 


GDP 


CHARACTER OPERATORS 


GDP 


SHORT-ORDINAL OPERATORS 


caDP 


SIDRT-INTBGER OPERATORS 


GDP 


ORDINAL OPERATORS 


GDP 


INTBGEai OPERATORS 


GDP 


SHORT-REAL OPERATORS 


ODP 


REAL OPERATORS 


GDP 


TEMPORARY REAL OPERATORS 


GDP 



Legend ; 

GDP+IP IP and GDP Implementations are identical 

IP IP iinplennents operator, GDP does not 

GDP GDP implements operator, IP does not 

similar While conoeptuailv similar, IP implements operator 

differently than GDP 

* Window 1 of IP provides equivalent interconnect access 
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2-2 > OBJECT ADDRESSING AND GLCBAL STORAGE MfiNAGEaVEOT 

Object addressing on the IP foll(>7s the saine three level sequence as 
on a GDP. The steps taken to address an object are: 

1. Given an aosess descriptor , a pcocessor uses the directory 
index field to index the object table directory and gain a 
storage descriptor for the object table \iAiich contains an 
object reference for the desired object. 

2. With the storage descriptor for the object table and the 
segment in<tex field of the access descriptor, the processor 
locates a storage descriptor for the requested object. 

3. The storage descriptor for the object contains the base and 
length information required to locate the object in 432 
memory. 

An IP can be directed to manipulate objects in 432 memory, just as 
other 432 processors, but lacks any facility to create objects. All 
original objects used by an IP must be predefined and loaded into 
432 memory at system initializatioi time. Additional objects, which 
mat7 be required, must be created by a GDP process (e.g. the storage 
manager) . 

A 432 operating system type manager might maintain a template for a 
prototype IP process. When it received a request for a new IP 
process from the I/O controller the GDP woul.d build one using the 
prototype and then return it via the standard coiiinunicaticxi port 
mechanian. 



2-3. OBJBCIS FOR PROGRflM EN\mOQiyE3SlTS 

The IP supports the same program environment hierarchy (process, 
context, dotiain) as a GDP but implements each level differently. 

The IP does not require that a domain c*>ject be ijtp],emented but the 
context object contairs a slot for an access descriptor for a donain 
object should one be required. When implemented, IP domains do not 
contain instruction segments (since the IP does not fetch 
instructions) or operand stack segments. The domain may be used to 
store some static information which may be required by a process. 

An IP context is a refinement of an IP process object. Each IP 
process is bound to a single context for the lifetime of the 
process. An environment is changed by invoking the ENTER ACXISS 
SEGMENT or EOTUR GLOBAL ACCESS SEGMENT functions. 
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2-4, FACILITIES FOR ASYNCHRONOUS ODMyiUNICATICIN 

The IP offers the same set of operators for asynchronous 
interprocess catmunication as does a GDP, with the exception that 
the DELAY operator is not inplemented. The DELAY operator, used in 
scheduling bo delay a process from being dispatched (on a GDP) , is 
not required by an IP where process scheduling and dispatching is 
performed by the I/O controller. 



2-5. PHXESSES AND LOCAL STORAGE RESOURCE MANAGEaVESTT 

The IP performs no process scheduling or local storage resource 
nianagement. Multiple IP process objects may coexist in 432 tnemorv. 
I/t) controller software must select a process environment in which 
an IP fuTKition is to be performed. 

Unlike the GDP, vAiere a process may be composed of muJ.tiple 
contexts, an IP process is bound to a single context during its 
lifetime. In fact, the context is a refinement of an IP process 
object. Further, since no local storage managennent is performed by 
an IP, the size of a process's context is static over the life of 
the process. 



2-6. PPOCESS SCHEDDLING AND DISPATCHING 

Generally, software in the I/O controller is responsible for all IP 
process scheduling and dispatching. A process is selected and bound 
to an IP processor object when an IP functiai is invoked. The 
process selection index field in the IP's function request facility 
specifies which process is to be selected. Since the IP is not 
self --dispatching, a strategy routine in the I/O controller has 
responsibility for multiplexing the various IP processes over time. 
The IP does not maintain a process clock. Process time management 
is performed by the I/O ccxitroller. 

Consistent with 432 ^ilosorfiy, the IP provides the mechanisms for 
process scheduling ard dispatching but the policy for deployment is 
totally under the direction of I/O controller software. 



2-7, FACILITIES FOR OBJECT MaNAGEVEWT 

The IP provides a spectrum of facilities which may be used for 
securely managing objects: communications ports, windows, and 
indivisible short ordinal operations. 

The IP offers the same asynchronous canmunication port mechanisms as 
a GDP. Communications ports may be used by processes to 
asynchronously send and receive messages (objects) . 
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Contained in each object's storage descriptor is an I/O lock (the 
windowed bit) , which is applied by the IP ^en a window is opened on 
the object. This lock serves two purposes: first it guarantees 
that only one IP window can be opened on a particular 432 object at 
a time; second it prevents movesnent of the object (e.g. by a in^ory 
cotrpaction process) while it is napped through a window. 

The transfer of data between the PS and the 432 system is a three 
step process. First, the IP controller opens a window onto the 432 
object which is to be used in the transfer. In the process of 
opening the window the IP sets the windowed bit in the affected 
object. Second, the data transfer phase is entered and a PS 
processor transfers data between the 432 object and the PS inenorv. 
Finally, when the transfer is coonpleted, the IP controller closes 
the window and the IP clears the windowed bit in the 432 object. 
The storage manager in the 432 system may query the windowed bit 
field but this field is not hardware-interpreted by a GDP. 

As primitives in the IP hardware function set, two indivisible 
operators are provided which can be used to guarantee mutually 
exclusive access to short ordinal fields within 432 objects. These 
two operators, INDIVISIBLE ADD SHORT ORDINAL and INDIVISIBLE INSERT 
SHORT ORDINAL, apply an indivisible hardware operation to the 
specified short ordinal value. For instance, these operators might 
be employed to provide a counting semaphore. These operators 
provide only the hardware-specific mutual exclusion mechanisms and 
uTuSt be supplemented by a coordinated softwaro discipline bctvrccn 
processes which utilize the semaphore. For a discussion of the 
read-mod ify-write memory requirements for these operators, see the 
Intel iAPX 43203 Interface Processor Data Sheet, Order Number 171874. 



2-8. OOWTEXT ENVIRONMENT MANIPDIATION 

The I/O controller, by manipulating the context of an IP process, 
can access the objects which are available to the process. Like a 
GDP, the IP allows a context to reference any object for which it 
holds an access descriptor. Entered access segments contain access 
descriptors for all the objects which may be manipulated from a 
specific process's context by an I/O controller. 

The Four Entered Access Segments 

Of all the access segments v*iich can be referenced fran a context, 
the IP provides direct access to a set of four entered access 
segments . The entered access segments are referenced by access 
descriptor slots 4, 5, 6, and 7 in the context access segment. Note 
that descriptor slot 4 contains the access descriptor for the 
context access segment itself, since the context AS also serves as 
entered access segment 0. 
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Direct vs> Indirect Accessibility 

If a oopv of an access descriptor for an object is in one of the 
four entered access segments, the object it references is directly 
accessible . To reference such an object, two values nust be 
specified: 

• The nuniber (0 to 3) of the entered access segment in which 
the access descriptor is located, and 

• The index (0 to 16383) of the access descriptor within the 
specified entered access segment 

When viewed from the standpoint of the 432 system and the Peripheral 
Subsystem, there are actually several perspectives on accessibility 
as shown in Table 2-3. 

A processor (GDP or IP) in the 432 syston can directly reference any 
object for which it holds an access descriptor in one of its entry 
access lists. In addition, by traversing access paths, the 432 
processor can manipulate objects which are indirectly accessible. 

If a copy of the access descriptor is not currently in one of the 
four entered access segments, the desired object may be indirectly 
accessible . The target object may be part of a coirplex object 
structure which must be traversed by following the appropriate 
access path. Once the particular access descriptor for the object 
has been located, the object may be made directly accessible by 
entering the access segment into one of the reuseable entered access 
segments (1-3) . Entered access segment 0 is always reserved for the 
original oontext access segment. An access segment of process 
globals may be entered into one of the other three access lists by 
the ENTER GDCBAL ACCESS SEGMENT function. Together, these two 
access segments provide access to all the objects which a context 
can reference. 

An AP has a different view of accessibility. The AP can only access 
432 data through IP windows which are opened onto 432 data segments. 
When a window is open, the AP can use its native data manipulation 
operators to modify the information through the window. When the AP 
must reference data in a segment which is indirectly accessible, it 
issues a function request to the IP to traverse an access path to 
the segment. When the data segment has been made directly 
accessible for the AP, the IP interrupts the AP. 
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Table 2-3 Direct/Indirect Accessibility 



Viewpoint of IP/GDP in 432 System 
Directly Accessible 432 Information 

• access descriptors All access descriptors in the four Entered 

Access Segments. 

• data All objects of type data segment referenced 

by access descriptors in the four Entered 
Access Segments. 



Indirectly Accessible 432 Informaticn 



• Inforraationr data or access ^ which can be reached via access 
path manipulation (i.e. by following a chain of access 
descriptors using the ENTER AGCESS SBC3«EISIT function) . 



Viewpoint of AP in Peripheral Subsystem 
(Controlling an IP operating in logical reference mode) 

Directly Accessible 432 Information 

• access descriptors NONE, the AP cannot directly alter access 



• data all objects of type data segment for which a 

windcw is currently opened. Nbter this 

implies the object is directly accessible to 
the IP. 



Indirectly Accessible 432 Information 



• Objects of type data segment which are directly accessible to 
the IP but which have not been majx)ed through a window. These 
objects can be made directly accessible by issuing an IP 
function request which opens a window to the object. 

• Access descriptors in the Entered Access Segments. These can 
never be made directly accessible to the AP but can be 
manipulated via the IP function request facility. 

• Information, data or access, which can be reached via access 
path manipulation (i.e. by following a chain of access 
descriptors using the ENTER ACCESS SBGMEOT? functicai provided by 
the IP function request facility) . Note that two levels of 
indirection are involved, traversing the path of access 
descriptors and the use of the IP function request facility. 
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Access Selectors 

An access selector identifies an object bv specifying an access 
descriptor contained in one of the four entered access segments. 
The access selector consists of a double-byte quantity composed of 
two fields: 

1, The low order two bits of the access selector specify which 
entered access segment holds the desired access descriptor 
and are coded as follouvs: 

00 - Entered Access Segment 0 (Context Access Segment) 

01 - Entered Access Segment 1 

10 - Entered Access Segment 2 

11 - Entered Access Segment 3 

2, The high order 14 bits represent a scaled index into the 
specified entered access segment. 

An access selector allows access to any of the 16,384 {2^^) 
access descriptors from eadi of the 4 entered access segments. An 
IP can potentially reference 65^536 (2^^) objects directly. 



Entering an Access Segment 

The instruction EISTTER ACCESS SEGMENT allows the I/O controller 
software to enter a given access segment into Entered Access Segment 
1, 2, or 3. mTER ACCESS SEGMENT requires two operands: 

• An access descriptor for the access segment to be entered 
into EASl, EAS2, or EAS3, and 

• An unsigned integer value designating the destination 
entered access segment (EAS) , which must be 1, 2^ or 3. 



Entering the Global Access Segment 

Each IP process maintains a global access segment which is always 
accessible to the I/O controller via the ENTER GLCBAL ACCESS SEGMENT 
function. Immediate entry of the global access segment allows an 
I/O controller to gain access to the set of process gldbals. The 
I/O controller needs only to specify which of the three available 
entered access segments is to be used when reqtaesting this function. 
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CHKPTER 3 
WINDOWS 



The Interface Processor window mechanism provides the Peripheral 
Subsystem with protected access to the contents of objects located 
in the 432 system. There are five windows, labeled 0-4. Each 
window can be used to access one (single segment) object. To 
prevent the possible manipulation of access descriptors as ordinary 
data and corruption of the protection mechanisms, the windowed 
object must be of base type data segment . Access descriptors, the 
basis for the 432 protection system, may be manipulated only by IP 
operations supplied by the IP function request facility. These 
operations are described in the next chapter. 

All IP windows are similar in that they support the transfer of data 
across the subsystem boundary? this chapter first describes the 
characteristics common to all windows. The first section covers the 
attributes that define windows; these are generally specified when 
the windOfr' is opened with the ALTER MRP AND SELECT DATA SEGMENT 
function. The second section describes the operation of a data 
transfer through a window that has been defined with a given set of 
attributes. 

Wiree of the windows have special capabilities; these are covered 
after the basic properties of all windows have been described. 
Window 0 may be used to perform high speed block transfers. Window 
1 may be opened onto the processor-memory interconnect address space 
and thus provide access to interconnect objects. Window 4 — the 
control window — is dedicated to providing the data path for the 
Interface Processor functic»i facility; this is covered in chapter 4. 

Througtout this chapter conditions for correct use of windows are 
described. When any of these conditions are violated, the Interface 
Processor detects a fault. The IP's fault detection, reporting arrf 
handling facilities are covered in chapter 6. 
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3-1, WINDOW MTRTBUTES 

Each window has a set of attributes v*iich define its state at a 
given nonent; these are summarized in table 3-1. The IP sets the 
attributes of all five windows when it performs processor 
qualification. The attributes of the control window are obtained 
from values recorded in the processor object. Processor 
qualification closes windows 0-3. 

Processor qualification is performed explicitly when the Interface 
Processor responds to a "suspend and fully requalify processor" 
interprocessor communication (IPC) . The IP performs processor 
qualificatiai implicitly in response to the startup IPC it receives 
during system initialization (see appendix E) . Thus, window 4 may 
be made to come up with any set of attributes by encoding the 
desired values in the processor object image that is loaded during 
initializaticxi. 

Having entered logical reference mode, the I/O controller can change 
the attributes of windows 0-3 with the ALTER MAP AND SELECT DATA 
SECMENT function. Unlike the other windows, window 4's attributes 
may not be altered during normal execution; its attributes are 
fixed oice logical mode is entered. T^ie IP can be commanded to 
reenter physical mode by a special IPC from a 432 processor, 
including itself. Any processor with an access descriptor for a 
processor object with broadcast rights can send the "enter jdiysical 
mode" IPC to all processors in the 432 system. GDPs ignore this 
interprocessor message. 

WINDOW STATOS 

A window must be open for it to be used to transfer data. An open 
window establishes an active mapping between a set of addresses in 
the Perij*ieral Subsystem and an deject in the 432 system; other 
attributes provide further mapping information. 

A closed window is inactive, and has no other attributes. A window 
may be closed to prevent further access to an object, or to change 
the attributes of a window. Closing a window which overlays PS 
memory (see OS/ERLAY in this section) enables access to the PS memory. 

When a window detects a fault, the IP records in 432 memory the 
fault information describing the circumstance, changes the state of 
the affected window to the faulted state, and interrupts the AP. In 
the faulted state the IP will continue to acknowledge transfers 
through the window though no data will actually be moved to/from the 
432 system (see the description of XflCK/ and NAK/ in the Intel iAPX 
43203 Interface Processor ^ Data Sheet , Order Number 171874). Hiis 
state is entered to allow DMA-type controllers to proceed safely in 
the presence of a window fault. 
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Table 3-1 Window Attribute Summary 
Attribute Description 

Window is cx)en/closed/faulted 
Start of windowed subrange in the PS 
Length of windowed subrange in the PS 
Access Selector for windowed 432 object 



Window Status 
Subrange Base Address 
Subrange Size 
(X)ject Reference 
Base Displacement 

Direction 



Transfer Status 
IVbde 

Overlay 

Block Mode Attribute 
Byte Count 



Displacement in bytes into windowed 432 
object 

Read/write permission for windowed 
object. When the window is being opened 
this attribute is the permission 
requested by the I/O controller. After 
the window has been opened this 
attribute is the permissic»i that has 
been granted. 

Transfer in progress/terminated/faulted 

Window 0? randcni,/block inode 
Window 1: memory/interconnect mode 
Window 2-4: always in random mcx3e 

Windowed subrange does/does not overlay 
memory 

Description (applies only to window 0) 

CJount of the number of bytes to be 
transferred. 



Note: In block transfer mode, the base displacement of 
window 0 specifies the initial address within the 
windowed object from which consecutive information 
transfer will begin. 
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SUBRfitKE BASE ADDRESS fiND SUBRRNGE SIZE 

A window's subrange is defined by a subrange base address and a 
subrange size, in bytes. The subrange is the contiguous set of 
Peripheral Subsystem inenory addresses that are mapped by the 
window. A Peripheral Subsystem bus master that references an 
address in a subrange accesses the corresponding object in the 432 
system. 

A PS subrange is defined in terms of powers of 2. The subrange size 
of a randcxn mode window may be specified as any power of 2 from 
2^ through 2^^ (i.e., 1 through 32k bytes). When window 0 
is used in block mode it may sequentially access an object as large 
as 64K bytes. When the target object is not an integral power of 2 
in length, the subrange will normally be specified as the next 
higher power of 2. The subrange may also be smaller than the target 
object, if access to the full extent of the object is not required. 

Note that the size of the window is the lesser of the size of the 
subrange and the size of the object. That is, a window never 
provides access to 432 system motory beyond the extent of the 
win<towed object, regardless of the relationship of subrange size to 
object size. The IP's protection systCTi restricts a larger subrange 
to behaving as though it is exactly the same size as the windtawed 
object. Any attempt to access locations beyond the extent of an 
object will cause the IP to generate a fault. 

A subrange's base address is specified as an offset in bytes from 
the beginning of the IP's 64K byte range in the PS. The subrange 
base address bears a definite relationship to the subrange's size. 
Given a subrange 2^ bytes long, its base address must be an a 
2^ byte boundary. For exarnple, the base address of a 4K 
subrange must be evenly divisible by 4K. This relationship may also 
be expressed as: the base address of a 2^ bvte subrange, 
expressed in binary, must contain at least n low^rder zero bits. 

The following constraints apply to all active subranges: 
# no subranges may overlap, i.e. no two subranges 

may include the same Peripheral. Subsystem address 
m all subranges must "fit" within the range 
of addresses (up to 64K) that the IP 
occupies in the Peripheral Subsystem memory space. 
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OBJECT Ito'ia:<ia:QCE 

An open window's object reference begins as an access selector and 
is ccxiverted by the IP into an access descriptor for the windowed 
432 object. Each open IP window must map a different object in 432 
memory r and each object must be represented as a single segment of 
base tvpe data segment (functions may be used to manipulate 
multi-segment objects to gain access to their individual segments) . 
No more than one window can be opened on an object r regardless of 
whether there are multiple IP's in the system. Even if one IP 
window is opened on a refinement of an object no other window will 
be allowed access to the base object or any refinement of the object. 

When a windcw is opened on an object ^ the IP makes the object 
inaccessible to other IPs by setting the windowed bit in the base 
object's object table entry; the windowed bit in the base object is 
set when a window is opened oi a refinement. The object mayr 
however f remain accessible to (DP processes holding object 
references for it. If the Peripheral Subsyston requires exclusive 
access to an ctojectf it must do so by means of a convention. For 
exanple^ if the object has been defined with a lock field , the IP 
controller can use the LOCK OBJECT function to prevent GDP processes 
(which observe the conventicn) from accessing the object. An 
alternate convention might be used for objects which do not contain 
lock fields. For example, a GDP process sending an object to the 
I/O controller could agree not to access the object, or pass a 
reference for it to another process » until the I/O controller sends 
the object as a message back to the GDP process. 

The IP supports the 432 philosophy that software should have access 
to the minimum set of objects needed to perform its function. 
Therefore, the I/O controller can only open a window on an object 
for which an access descriptor exists within a current context's 
access environment. Typically, an I/O service request message from 
a 432 processor will contain access descriptors for the objects that 
need to be transferred or accessed. 
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DIRECTION 

The direction attribute specifies whether the windowed object may be 
read, written, both read and written, or neither read nor written. 
When the window is c^ned the IP checks the requested direction 
attribute with the access rights granted by the object reference. 
The access rights requested in the direction attribute must be equal 
to, or logically less than, the rights granted by the object 
reference. For example, if the dbject reference indicates that the 
object may be read, then the permissable direction attributes are 
read, or neither read nor write; requesting the ability to write, or 
to read and write the object would be illegal. 

Once a window has been successfully opened, the IP checks every 
subsequent subrange address reference to insure that it conforms to 
the direction attribute, otherwise an active window fault occurs. 
(The IP's read/write line identifies the type of access being 
attenpted.) Hiis permits the IP controller to open a window for 
reading with the assurance that a mis-programmed DMA controller will 
not be able to write into it. 



TRAISEFER STATUS 

An open window may take one of four states: 

• transfer in progress; 

• transfer terminated by fault; 

• transfer terminated by count runout; (block mode only) 

• transfer termination forced; (block mode only) . 

The IP controller will open a window with the status attribute set 
for "in progress". If the IP detects a fault associated with an 
active window, it will change the status attribute to "terminated by 
fault". A random mode window which is closed (set invalid) with a 
transfer status of "in progress" is considered to have terminated 
normally since there is no means for an IP to predict when a random 
mode transfer is finished. The remaining two states are associated 
with window 0 block mode transfers only and are described in section 
3-3. 



TRANSFER MODE 

Windows 0 and 1 have alternate transfer modes that may be selected 
by setting the mode attribute when the window is opened. Window 0 
may be opened in block mode, which permits buffered high speed 
transfers of contiguous blocks of data; this is described in section 
3-3. Window 1 may be opened onto the interconnect address space; 
this is described in section 3-4. The transfer mode attribute has 
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no meaning for windows 2-4 , which support randan transfers to 432 
system mOTory cxily; the random transfer node is described in section 
3-2. Atteitpting to set the transfer mode of windows 2-4 will cause 
a fault. 



OVERLAY 

Seme Peripheral Subsystems (e.g.^ those based on processors with 
limited address spaces) may not be able to dedicate a block of 
memory space for exclusive use as IP window subranges. Such systems 
may elect to co-locate all or part of the IP's range with real PS 
manory. If a window is then opened with the overlay attribute, the 
IP will inhibit the co-located memory from responding to memory 
references in the subrange. Closing a window that overlaid memory 
re-enables the memory to respond to subsequent address references in 
that subrange. Thus, when the IP and PS memory both occupy the same 
addresses, memory will respond to all references except those that 
fall in the subrange of a window open with the overlay attribute. 

Figure 3-1 illustrates a hypothetical configuration in which a bank 
of moTory and an Interface Processor both occupy a 64K byte block of 
addresses in the Peripheral Subsystem memory space. A window with a 
subrange base address of 32K and a subrange size of 4K has been 
opened with the overlay attribute set. Any address reference 
falling in the subrange will cause the IP to respond rather than the 
co-located memory. Any address reference outside the subrange will 
select the memory rather than the IP. 

The overlay facility is inplemented by an inhibit signal that the IP 
asserts vAien it recognizes an address reference that falls in an 
overlaid subrange. (See the iAPX 43203 Interface Processor Data 
Sheet , Order No. 171874, for a description of this signal). Use of 
the overlay facility slows IP response time somevhat. 

Note that opening a window with the overlay attribute set when there 
is no co-located memory is safe, but it slows IP response 
unnecessarily. On the other hand, opening a window without 
specifying overlay when there is co-located memory will produce an 
undefined result v^en both oonponents atterpt to respond to a 
subsequent address reference that falls in the overlaid subrange. 



3-7 



iAPX 432 Interface Processor Architecture Reference Manual 



'64K- 



•36K- 



•32K- 



J 



Siib range of window opened 
with overlay attribute set 



Memory 



IP 



I I Enabled addresses 
■ addresses 



Figure 3-1 Memory 0\7erlay 



WINDOWS 



3-2. WINDOW OPElRftTION 

This section describes the IP's response to an address reference 
that falls into the windowed subrange of an open wir^3ow. The 
discussion covers random node transfers to and from ordinary 
memory-based objects? the special cases of block mode^ interconnect 
objects and functiOTi requests are covered in subsequent sections. 



AIBRESS REXJOOSIITION 

The Interface Processor monitors all Perij*ieral Subsystem address 
references that fall into its range* It corrpares each address 
presented on the Peripheral Subsystem bus to the subranges of all 
open windows. If an address falls into a subrange^ the IP 
recognizes the reference and responds as described belcw. If the 
address does not fall into an active subrange ^ the IP ignores the 
reference and does not respond. 



CONSISTENCY CEIBCK 

Given that it has recognized an address reference, the IP checks it 
for consistency before performing the actual transfer. There is a 
series of these checks which are equivalent to the steps carried out 
by a GDP when an instructiai attenpts to access data in an object. 
Although they are described here as a sequence, the hardware is able 
to perform some of the checks in parallel. 

The IP insures that the transfer direction (as indicated by its 
read/write line) is consistent with the window's direction 
attribute. The IP computes the PS transfer displacement, that is, 
the position of the item (byte or double-byte) relative to the base 
address of the PS subrange. The visible object length is the 
difference between the length of the object and its base 
displacement (see Figure 3-2) . The transfer displacement must be 
less than or equal to the visible object length. The sum of the 
physical base address and the transfer displacement must be less 
than the largest jiiysical 432 memory address (224.^^^ memory 
bounds error would indicate erroneous information in the object 
table.) If any of these checks fails, the IP detects a fault and 
does not perform the transfer. Figure 3-2 illustrates the 
constraints which the IP applies when the consistency check is 
performed. Several exairples of valid mappings of window onto 
objects are shown in Figure 3-3. 
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Initial Confutations 

• Adjusted Object Length = Object Length - Base Displacement 

m Visible Object Length = Minimum (Adjusted Object Length, Byte 
Count) for block mode operatiai. 

• Visible CSDject Length = Minimum (Adjusted Ctoject Ler^th, 
Subrange Size) for random mode operation. 

• Physical Base Address = Base Address + Base Displacement 

• During block transfers in logical mode (window 0 only) , the byte 
count must be less than the Visible Object Length. 

Ccaistraints During Data Transfer 

• Transfer Displacement must be less than the Visible Object Ler^th 

• Physical Base Address + Transfer Displaoonent must be less than 



Figure 3-2 Subrange/Windcw Attributes (Logical Mode) 
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Figure 3-3 Valid Window/Object Mapping 
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3-3. RSNDCM M3DB DftilA TRANSFER 

Given that an IP address reference has passed the consistency 
checks, the IP finishes the Peripheral Subsystem bus cycle just as a 
metDry conponent would, accepting data from the bus in a write 
operation, and placing data cxi the bus in a read operatic^. 

It follows from the preceding discussion of transfer displacement 
computation that random mode transfers are always between 
corresponding relative locations of the windowed subrange and the 
windowed object. That is, the displacement of a transferred byte or 
double-byte is identical within the windowed object and the windowed 
subrange. For exanple, assume a PS subrange of 128 bytes at base 
aJdress 4096 mapped onto a 432 object 100 bytes long with a base 
displacement of 0. If a Peripheral Subsystem bus master initiates a 
bus cycle that decodes as "read one byte from location 4096", the IP 
will return the object byte whose displaconent is zero, the first 
byte in the object. If a subsequent bus cycle indicates "write a 
double-byte into location 4100", then the IP will accept a 
double-byte from the bus and write it into the object at a 
displacement of four. If another bus cycle attempts to "read one 
byte from location 4197", the IP will fault and will not perform the 
transfer, since the subrange transfer displaconent ^ceeds the 
bounds of the object. 

Random mode is so-called because no ordering is implied between 
successive references to a windowed subrange. Any locaticm may be 
read or written (assuming validitv checks are passed^ at any time. 
Figure 3-4, Random Mode Transfers, illustrates the effect of 
different address references when a window is opened for reading and 
writing in random mode. 

A window opened in random mode may be remaK)ed onto a new 432 data 
segment with a single invocaticxi of the IP function ALTER MRP AND 
SELECT DATA SBQMEMT. When executing this function the IP will first 
close the window and then reopen it on the newly select data segment. 
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Figure 3-4 Random Mode Transfers 
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3-4 > BLOCK m)E D^TA TRANSFER 

Win<3ow 0 can be opened in random mode or in block rnode^ Block mode 
allows the Peripheral Subsysten to take advantage of software 
instructions (e.g. iAPX 86 string operations) and devices such as 
DMA controllers, which are capable of generating consecutive address 
references at high speed. Block mode also permits the transfer of a 
large amount of data through a small PS address subrange. For 
exanple, the full content of any object may be transferred through a 
one-byte or double-byte PS subrange. This helps to keep more of the 
IP's range available for use with randan mcx3e windows. 

While block mode is well-suited for the high speed transfer of large 
blocks of data, it provides less addressing flexibility than random 
mode. When window 0 is opened in block mode, the direction 
attribute can specify reading or writing, but not both. To change 
access directions requires closing and re-c^ning the windcw. Block 
mcxae also implies serial addressing of the windowed cfcject. The 
block of data to be read or written is defined when the window is 
opened, and the whole block is transferred in sequence. 



BLOCK MODE ATTRIBUTES 

Window 0 has an additional attribute, byte count , which is 
applicable only when it is opened in block mode. The byte count 
specifies the size of the block that is to be moved through the 
window. The value of this attribute may range from 0-65,535; the 
value represents one less than the number of bytes to be transferred 
(a byte count of 0 indicates that a one-byte block is to be 
transferred). Hie byte count is independent of the subrange size. 
However, the IP checks to insure that the sum of the base 
displacement plus the byte count does not exceed the length of the 
target object. 

The base displacement attribute locates the first byte of the block 
relative to the beginning of the windowed ctoject. A value of zero 
indicates that the block starts at the lowest address of the 
object. The base displacement and byte count essentially define a 
refinement of the object. 
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BLOCK MODE C0MSIS1EWCY OIEICK 

Since the byte C30unt and base displacement effectively predefine the 
transfer from the perspective of the 432 object / the IP can perform 
Host of the required consistency checks v^.en the window is opened* 
The only checks made during a transfer are direction and byte count • 



BLOCK MODE OPERftTICN 

From the point of view of the Peripheral Subsystem bus, a block 
transfer proceeds much like a random transfer, except that, like a 
fast memory, the IP provides much better response time in block 
mode. The IP acts as a passive agent on the PS bus, all block 
transfer activity being driven by an active PS processor or DMA 
controller. When an address reference falls within window O's 
subrange, the IP accepts or supplies a byte or double-byte according 
to the type of PS bus cycle. Note, however, that in block mode, IP 
acknowledgement of a write operation does not neccessarily iitply 
that the data has actually been written into the windowed object. 

The IP CTploys an on-chip first-in-first-out ( FIFO ) buffer to 
achieve high speed block transfers in buffered mode. Since a block 
mode transfer is predefined by window O's attributes, the IP is able 
to optimize the transfer using the FIFO hardware assistance. The 
Interface Processor buffers block mode transfers to improve response 
to Peripher?'/' Snh<=YSteTn transfer requests a-nd to reduce its 
utilization of the 432 processor packet bus. 

In a block read operation, the Interface Processor pre-f etches an 
eight-byte block of data frcxn the windowed object in one 432 
processor packet bus transaction. It holds the block in an internal 
buffer and supplies bytes or double-bytes from the buffer as 
requested by Peripheral Subsystem bus cycles. When the buffer has 
enough free space, the IP prefetches another block. 

In a block mode write operation, the IP accepts bytes or 
double-bytes from the Peripheral Subsystem bus and buffers them 
internally. When the buffer accumulates more than eight bytes, the 
IP post-stores an eight-byte block in the windowed object in a 
single processor packet bus operation. 
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Cornpleting a block node write transfer which is shorter than the 
byte count is a two-step process. First, the fiP nust issue an ALTER 
MAP AND SELEJCT DATA SEGMENT function with the entry state operand to 
"force termination" on window 0. This causes the IP to empty its 
FIFO to 432 itiernory. Then, the AP must issue an additional AL1ER MAP 
AND SELECT DATA SEGMENT function with an entry state operand to set 
window 0 invalid (close the window) • If the AP attempts to close a 
block mode window without first forcing termination, the IP will 
generate a fault, interrupt the AP, and preserve the block mode 
window. When the transfer length is the same as the byte count 
attribute, the IP automatically takes care of the last block which 
will be short if the transfer size is not a multiple of eight. 



BLOCK MODE TERMINATICW 

A block mode transfer will terminate normally v^en all bytes have 
been transferred, or it may terminate prennaturely should a fault 
occur. In both cases, the IP updates the transfer status attribute 
and issues an interrupt request to notify the Attached Processor. 
Following termination, any address reference falling in the subrange 
of window 0 will cause the window to fault and enter the error 
state. In the error state, requests for data transfer will be 
acknowledged (negatively) by the IP, but no data will be 
transferred. This prevents a DMA controller, for example, from 
continuing to transfer data after a fault has been detected. The 
faulted window cannot be re-used until it is closed and re-opened. 

The IP tracks the progress of a block transfer by means of an 
on-chip byte counter. The IP sets this counter equal to the byte 
count attribute when the window is opened and decrements it with 
each byte transferred. When the on-chip counter underflows (is 
decremented from zero) a]-l bytes have been transferred and the 
operation is terminated normally. 

The IP will terminate a block transfer prennaturely if it detects a 
fault during the transfer. In addition, the I/O controller may 
itself force termination before the transfer has been oonpleted. 
This is done by executing an ALTER MAP AND SELECT DATA SEGMENT 
function with the transfer status attribute set to "termination 
forced." Finally, termination may be forced by the IP*s receipt of 
of any the interprocessor communication messages (IPC's) "suspend 
and fully requalify processor", "close windows", or "close windows 
and enter physical mode". 
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BLOCK MODE ADDRESSING 

As nientioned earlier ^ in a block node transfer the IP determines the 
displacsement of a transfer into the windowed object by means of its 
on-chip displacement counter. Unlike random mode, then, the object 
displacement is independent of the subrange displacement. This 
gives rise to two ^dressing techniques that may be used by the 
Periptieral Subsystsna in block mode: swept and source/sink. 

In swept addressing, the Peripheral Subsystem bus master driving the 
transfer operation "sweeps" serially (from lew addresses to high) 
through a block of addresses in the windowed subrange. That is, the 
address references will be n, n+1, n+2.,. or n, n+2, n+4... for 8- 
and 16-bit Peripheral Subsystem buses respectively. The range of PS 
addresses swept is equal to the number of bytes transferred, so the 
subrange must be at least as large as the number of bytes 
transferred. Figure 3-5 illustrates swept addressing in a block 
mode write c^ration. 

In source/sink addressing, the master driving the transfer 
repeatedly addresses a single location in the windowed subrange. 
For a read operation, this single (byte or double-byte) location 
acts as a data source; for a write operation, the location serves as 
a data sink. By permitting the transfer of large blocks (up to 64K 
bytes) of data through a single location, source/sink addressing 
conserves "subrange space." To transfer 32K bytes in randan mode 
requires setting \jp a 32K byte subrange, leaving only half of the 
IP's range available for concurrent use with other windows. Only a 
byte or double-byte of the range is needed to perform the same 
transfer in block iroue using source/sink addressing. Figure 3—6 
shews hew source addressing works in a block mode read operation. 

Note that the IP has no knowledge of the addressing technique used 
in a block mode transfer. It sinply considers any address reference 
in window O's subrange as a signal to transfer the next byte or 
double-byte. 
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Figure 3-5 Block Mode Writes - Swept Addressing 



3-18 



WINDOWS 



By te displacem ent 
(7) 




Windowed 
Subrange 



Windowed 



(Base 



(0) ^ Displacement) 



Legend 

Reference Sequence: (J) 

Subrange Address Referenced: 4096 

Reference Operation: Read Byte 

Object Byte Accessed (disp»): 2 



4096 
Read Byte 
3 



9> 

4096 
Read Byte 
4 



Figure 3-6 Block Mode Writes - Source Addressing 
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3-5, IlSITERXMiECT TRfiNSEEiRS 

Window 1 inay be opened onto either the 432 memory space or the 432 
processor-memory interconnect space. The address space is selected 
by the transfer mode attribute when window 1 is opened; it may be 
changed at any time by closing the window and re-opening it with the 
transfer mode set differently. Both address spaces appear identical 
to the Peripheral Subsystem; interconnect objects may be read and 
written in exactly the same fashion as memory objects. 



3-20 




OJAPTEK 4 
FC3NCPI0NS 



This chapter describes the common facility that supports the 
execution of all Inter fa::e Processor functions. The first section 
shows hcM window 4 is used to provide access to the facility. The 
next section ©cplains how a function is requested by writing 
operands and an opcode through the window. The last two sections 
describe how the IP executes a requested function and returns status 
information upcai corrpletion of the operatiai. 



4-1. FUNCTION FACILITY mEBEACE 

Management of the IP function facility centers on the function 
request area of the processor data segment (see figure 4-1) . Both 
the I/O controller software and the Interface Processor itself 
update and use the information recorded in this area via the control 
window. Briefly, the IP records the status of the function request 
facility in the function state field; the I/O controller may obtain 
status information by reading this field. The IP controller 
requests execution of a function by writing operands and an 
identifiying opcode into the function request area, and the IP reads 
these fields to obtain the information it needs to execute the 
function. Finally, the execution of some functions produces a value 
which the IF records in the return-value field, where the IP 
controller can inspect it. Upon conpletion of any function, the IP 
updates the status -information and interrupts its Attached 
Processor. If desired, successful function cotpletion interrupts 
can be disabled, thereby allowing only interrupts for unsuccessful 
completion to reach the AP. 

In logical mode, the control window (window 4) is permanently opened 
onto the processor data segment and its mapping cannot be changed by 
an ALTEIRMRP function request. By reading and writing the 
corresponding PS memory subrange locations, the IP controller 
obtains access to fields in the function request area located in 432 
memory. Notice that this interface mechanism is similar to a 
conventional memory-mapped perijAieral device controller; the 
functicxi request area fields are read and written like ccximand, data 
and status registers. 

Figure 4-2 illustrates the effect of executing a function, ALTER MAP 
AND SELECT DATA SEGMENT, which in this case alters the map of window 
0 and selects a different 432 data segment. Window 4, the control 
window, is the only one through which function requests may be 
issued. Windows 0 through 3 are available for data transfer between 
a PS processor and 432 memory. 
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4-2. FUNCTIcaJ REQUESTS 

The performance of a function itiay be considered from the AP point of 
view as a sequence of three phases, as shown in figure 4-3. The IP 
controller, running on the AP, performs the first phase, requesting 
the executicxi of a function. 

The IP executes functions serially; requesting execution of a 
second function before a prior function has been completed produces 
an undefined result . The function completion state subf ield of the 
function state field (see appendix A) indicates the IP's readiness 
to accept a function request. A typical IP controller 
implementation will assign responsibility for requesting functions 
to a single routine (task) which will serialize the requests. 

Given appropriate Peripheral Subsysten bus arbitration, function 
requests (which are identical to all windowed transfers) may be 
issued concurrently with other window activities. For exanple, 
consider a DMA controller driving a block mode transfer through 
window 0. If the DMA controller relinquishes the Peripheral 
Subsystem bus between transfer cycles, the IP controller (running on 
the Attached Processor) can use the bus for a function request (or 
for any other purpose) . 



PROCESS SELECTION 

The IP controller must specify that a function be performed in one 
of the IP process environments which exist in the 432 systan. To 
select a process, the IP controller must deposit a process selection 
index into a designated slot in the function request facility area 
of the processor data segment. With this index, and the process 
list in the IP's processor object, a process object can be located. 
The IP will atterrpt to qualify and lock the specified process as 
socxi as a functicxi opcode is written. 



FUNCTION OPCPDES 

Each function is uniquely identified by a one-byte opcode (see 
appendix B) . The act of writing into the opcode field triggers the 
execution j*iase of function performance. Therefore, the function's 
operands must be in place in the function request area before the 
opcode is transferred. 
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FUNCTION OPERANDS 

An Interface Processor function my require from zero to seven 
double-tayte operands. The IP controller specifies a function's 
operands by writing values into locations of the operands field in 
the function request area. The first operand goes in the 
lowest-addressed location of the field and the remaining cperands 
are writtoi to successively higher-addressed locations (in some 
cases, one or more operand slots may be reserved and are skipped 
over) . Each opcode implicitly identifies the number of operands 
required, so unused high^rder locations in the operands field need 
not be initialized. See Appendix B for the function surannary. 

Interface processor functions accept three types of operands as 
illustrated in figure 4-4; all operand types are stored as 
double-bytes. 

A short ordinal is a a 16-bit unsigned binary integer (range 
0-65,535). This type of operand is typically used to specify a 
length, a displacement, an index, etc. For example, when the ALTER 
MAP AND SELECT DATA SEOVIENT function is used, to open a window, it 
requires a short ordinal operand that specifies the size of the 
s'jbrar^e. 

A bit field is a string of 16 bits that is divided into a number of 
subfields. The length, position and definition of each subfield 
varies according to the function. Subfields in a bit field operand 
to the ALTER MAP AND SELECT DATA SEGMENT function, for example, 
specify transfer mode, menorv overlay, etc. 

An access selector identifies an access descriptor for an object 
that is the function's actual operand. Figure 4-5 illustrates how 
the IP uses an access selector operand to obtain access to an 
object. The lew-order subfield of the access selector identifies 
one of the four currently entered access segments associated with 
the selected context. The high-order subfield indexes one of the 
access descriptors in the entered access segment. The selected 
access descriptor refers, via the object table, to the object that 
is the actual function operand. This three- level address 
development is identical to GDP addressing. Note that the IP also 
performs the standard 432 type, rights and bounds checking as it 
develc^s the object's physical address from the access selector. 
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4-3, FONCTION EXBOTriON 

The IP performs the actual execution of a function independent of 
the IP controller. Therefore the IP controller (an Attached 
Processor with associated IP control software) is free do other work 
after it has requested executioi of a function (except that it must 
ref rairi from requesting a second function) . 

Although the IP's execution of any given function necessarily 
varies r figure 4-6 shows the basic sequence of steps that is common 
to most functions. Note that the IP checks for faults throughout 
execution. 

Function executioi begins \*ien the IP detects that the opcode field 
of the functioi request area mapped by window 4 has been written. 
The IP sets the state of window 4 to "in-progress" during the 
functicxi execution process to indicate that the function request 
facility is "in use". The IP reads the opcode from the function 
request area and decodes it. After decoding the opcode, the IP 
fetches the qperands required by the function from the function 
request area. It then performs the operatioi and updates 
destination operands with the result (s). If the function produces a 
return-value r the IP writes it into the corresponding field of the 
function request area. 

The IP terminates execution by updating the functicai completion 
state subfield and generating an internet (see appendix D for 
information on discriminating IP interrupts) . The function 
oonpietion state subfield indicates successful or faulted 
execution. The IP records additional information in one or more of 
the context, process and processor objects when it detects a fault 
during execution of a function. 



4-4. FUNCnCN OOMPLETION 

Normally the IP controller will use the IP's interrupt to detect 
function ooipletioi; it may also poll the function ootpletion state 
subfield. In any case, the function ooirpletion state subfield must 
be examined to determine if the function completed successfully or 
faulted. 
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Figure 4-6 Basic IP Function Execution Flow 



FUNCTIONS 



Successful execution of a functicxi typically causes the alteration 
of a destination operand (that is, an actual operand; the errands 
field of the function request area is never changed by function 
execution) . In addition, or alternatively, some functions produce a 
return-value . For exanple, the REWD PROCESSOR STATUS function 
returns the current values of the IP's system clock and status. The 
IP writes return-values into the results field of the function 
request area, where they may be inspected through window 4. The 
low-order byte of any return-value is stored in the lowest-addressed 
location of the field and any additional bytes are stored in 
consecutively higher locations. When the length of the return-value 
is less than the length of the return-value field, the content of 
excess high-order locations is undefined. 

Appendix B provides the format and interpretation of the 
return-values produced by all functions. Several functions produce 
a standard type of return-value called a boolean . This is a 
one-byte value that indicates "true" or "false." The lov^-order bit 
of the value "true" is 1 and the low-order bit of the value "false" 
is 0. In either case the value of the upper seven bits of a boolean 
is undefined. 

If a function faults, the contents of the return-value field is 
undefined. If a function completes successfully, but it does not 
produce a return-value, then the IP does not alter the content of 
the return-value field. 
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The preceding chapters of this manual have implicitly described the 
Interface Processor's logical reference rnoder its normal mDde of 
operation. The IP also provides physical reference mode . Physical 
reference mode is distinguished from logical reference mode by 
direct 24-bit base-plus-displacement addressing and a limited subset 
of functions. It may be characterized as a powerful and rudimentary 
tool to be utilized in exceptional circumstances such as system 
initialization (see appendix E) and post-morton diagnostics. This 
chapter first describes reference mode switching — ^how physical mode 
is entered and exited. The second section covers addressing and 
functions in physical reference mode. 



5-1. REFERENCE M3DE SWITCHING 

An Interface Processor can switch from physical reference mode to 
logical reference mode (and vice versa) only under carefully 
controlled circumstances. 

An Interface Proce^?5or enters nhysic^^l reference mnde in re??ponse to 
assertioi of its INIT line during system initialization (see iAPX 
43203 VLSI Interface Processor Data Sheet s Order No. 171874) or upon 
receiving an "enter physical reference mode" IPC when in logical 
mode. Since a "send to processor" IPC requires an access descriptor 
with the proper right for the target processor's processor object r 
the ability of 432 software to place an IP in T*iysical reference 
mode can be limited by restricting distribution of this right in IP 
processor object references. However ^ any 432 orocess with an 
access descriptor for a processor object with "broadcast to 
processors" rights can place all IPs into physical mode by 
broadcasting the "enter physical reference mode" IPC. Thus^ 
processors should only be granted broadcast rights with careful 
precautions. Table E-1 shows the attributes of the IP windows after 
entering physical reference mode. 

An Interface Processor exits physical reference mode and enters 
logical reference mode when it receives a local IPC (it ignores 
global IPCs in i^iysical mode) . This local IPC is considered a 
startup IPC. The response of the IP is to qualify the processor, 
enter logical mode, and then respond to the IPC. 
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5-2. PEKSICAL REFERENCE MODE ADDRESSIN3 

In physical reference mode the object reference attribute of a 
winda^^ is replaced by a 24-bit segment base address. I^n 
recognition of a subrange address reference the IP determines the 
transfer displaconent as in logical reference mode. It forms the 
transfer address by adding the displacement to the s^iment base 
address. The 432 transfer ler^th is always set to 2^^ bytes so 
that no length of transfer faults can occur. ISIo system objects are 
used in jAysical reference mode addressing. 

Note that in physical reference mode, window 0 may be qDened in 
either random or block transfer mode and window 1 may be opened onto 
either 432 memory space or the interconnect address space. An IP 
operating in physical mDde may also change the characteristics of 
window A, the control window. 



5-3. PHYSICAL REFERENCE M3DE FUNCTIONS 

The IP controller may request execution of four functions in 
physical reference mode. These correspond closely, but are not 
always identical, to logical reference functions. The request, 
execution, fault handling, and oonpletion phases of physical 
reference mode operations are sjjnilar to the logical reference mode 
counterparts. 

See the function summary in Appendix B for detailed descriptions of 
the operation of these functions. 

The physical reference mode functions are 

• SET PERIPHERAL SUBSYSTEM MODE; 

• READ PROCESSOR STATUS 

• SEND TO PROCESSOR 

• ALTER MAP AND SELECT PHYSICAL SEGMENT. 
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f^^Jll CHAPTER 6 

y^^^ ERDLTS 

This chapter describes IP faults, exceptional conditions which can 
occur as the IP performs functions. In general, the IP fault 
philosophy follows that of the GDP: the processor detects arri 
oontair^ faults so they do not affect other processes or processors 
in the 432 system. The response to a fault, i.e. fault handling, 
is not predefined and may be tailored through software to the needs 
of the 432 system user. The IP's dual role in the 432 system and in 
the Peripheral Subsystem requires that the strategy for handling 
faults is somewhat different than for the GDP. 



6-1. EMJLT REPORTING 

When a fault occurs, the IP records information about the fault in a 
fault information area . Faults are distinguish^^ by a fault code 
and an operator ID recorded in the fault information area. The 
fault codes are specified in Appendix C. The operator IDs are 
specified in Appendix B. The operator ID designates the IP function 
which was executing when the fault was encountered. A unique 
operator ID corresponds to each IP function code. Note that the 
values for the function codes are not the same as the values for th^ 
corresponding operator IDs. 

When the IP has deposited the information in the respective fault 
information area and updated the function state , the IP interrupts 
the AP to inform it of the fault. The AP may check the function 
state field of the functioi request facility to acquire the field of 
bits v*iich contains the fault level. If the IP has faulted, the AP 
examines the oorrespording fault informaticai area for more detail. 

For faults which occurred during the execution of a function with a 
sequence of steps, like SEND or RECEIVE, the IP records the 
execution state when the function faulted. Ttiis information allows 
the time when the fault occurred to be specified more precisely. 
T!hen, software vAiich handles the fault can respond in the most 
appropriate manner. The execution state information is necessary 
for software oorrpletion of a partially executed function. 
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The IP records fault information in various areas of IP process and 
processor objects (refer to Appendix A for detailed description of 
these fault information areas) . There are three categories of IP 
operation in \^ich faults may be generated: physical reference 
mode , logical reference mode , and window-mapped data transfer . Each 
of these itodes utilizes specific fault information areas to report 
faults. 



PEIYSICAL MODE 

Information about faults which occur in physical reference mode is 
recorded in the processor fault information area of the IP processor 
object. The function state is set to "context-level fault" when a 
physical reference mode fault is encountered ard an AP interrupt is 
generated. 



LOGICAL MODE 

Information about faults v*iich occur in logical reference mode is 
recorded in appropriate portions of the IP process and processor 
objects. Each IP process object contains two fault information 
areas: one for context-level fault information and one for 
process-level fault information. The IP processor object contains a 
fault information area for processor-level fault information. 

Depending on the severity level (context, process, or processor) of 
a fault and the current state of the process and processor, an IP 
selects an area to be used to record the fault information. The 
method an IP uses to decide the appropriate site to record fault 
information is shown in Figure 6-1. Successive faults, encountered 
during fault recording, reflect the fault state to higher levels of 
severity until, finally, an IP can no longer continue and must issue 
the FATAL signal (see iAPX 432 VISI Interface Processor Data Sheet , 
Order Number 171874) . 

CATEGORIES OF LOGICAL MODE FAULTS 

There are three categories of logical mode faults, listed in 
increasing order of severity: 

• Context-level faults 

• Process-level faults 

• Processor -level faults 
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Context-Level Faults 

Context-level faults are the least severe of the IP logical node 
faults. A context-level fault arises from exceptions which can be 
confined to the context in which the IP is c^rating. The IP may 
fault when attempting to execute a functicai or during the movement 
of data tbjcough one of the windows* One exanple of a context-level 
fault is the conditicxi wiiich occurs when a request to the function 
facility contains an erroneous function code. In this case, the IP 
can detect and report the fault before any execution of a function 
is begun. 

When the IP detects a context-level fault, it places information 
about the fault in the context-level fault information area of the 
process object, sets the function state to "context-level fault", 
and interrupts the Attached Processor. A context-level fault can 
only be generated by an IP which is bound to a process. If a second 
fault occurs while handling a context-level fault it is handled like 
a process-level fault. 

Response to context-level faults can usually be performed by IP 
controller software running in the Peripheral Subsystem. Hie 
conditions which generated these faults are contained in a limited 
portion of the IP's 432 envirament. 



Process-Level Faults 

Process-level faults are generated when an exceptional conditicai is 
/^[^•h^^-h^^ v/hich prohibits further IP execution in the faulted process 
environment. Some situations when process-level faults are 
generated are: 

• System level consistency failures. 

• Normal requests to the operating system interface. 

• User errors, which may be misuse of the operating system 
interface. 

When an IP encounters a process-level fault, the IP: 

• Records information about the fault in the IP process' 
process-level fault information area. 

• SENDS the faulted process to a fault port . 

• Updates the functicxi state to "process-level fault". 

• Interrupts the Attached Processor. 

If a second fault occurs \*iile the IP is handling a process-level 
fault, this is considered a processor-level fault. If the IP 
encounters a fault of process- level severity when it is not bound to 
a process, the IP treats the situation as a processor-level fault. 
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The fault port is serviced by a 432 fault handling process where one 
of four actions may be taken: 

• Correct the reason for the fault and cOTiplete any partially 
performed function by completing the unfinished steps. 

• Correct the reason for the fault, rewind any partially performed 
functicxi steps, and then retry the function. 

• Decide to reflect the process-level fault to the context-level. 

• "Crash" the system. 

The first two actions represent the method that an operating system 
can use to extend the 432 architecture. For example, an operating 
system's virtual memory implementation considers a "stor^e not 
associated" fault as a normal occur ranee and retrieves the missing 
memory segment. With the segment available, the fault handler can 
decide to simulate the completion of the function or unwind the 
partially conpleted function and rerun it. 



Processor-Level Faults 

Processor-level faults, the most severe level of faults, occur when 
an IP detects a condition which jeopardizes further operation by the 
processor. Bus errors and alarms are exanples of such occurrences. 
In response to the first processor-level fault encountered, the IP 
reports the fault in the fault information area of the processor 
data segment, updates the processor status to "faulted", and signals 
an interrupt to inform the attached processor. If a second 
processor-level fault occurs before the AP has recorded the fault 
information, the IP closes all five of its windows into 432 memory, 
including the control window, signals that a fatal error has 
occurred and indicates that the Peripheral Subsystem should be reset 
(see FATAL/ and PSR pin descriptions in the iAPX 43203 Interface 
Processor Data Sheet , Order Number 171874) . 



WINDOW-MAPPED DA1A TRANSFER 

Information about faults which occur during data transfer through 
the windows is recorded in the mapping facility fault information 
area contained in the IP processor object. This information is 
accessible to the AP through the control window. Each window (0 
through 4) has a separate fault information area. When the fault 
occurs, thte IP deposits the fault information, closes the window, 
puts the window in the error state, and interrupts the Attached 
Processor. Only open windows can generate window mapping faults. 
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6-2. FAULT HRNDLING 

When an IP process encounters a process-level fault, it is 
automatically sent to a 432 fault port to await service. A fault 
handling 432 process is designated to service the faulted processes 
waiting at the fault port. By design, IPs and GDPs share a ccinmon 
base architecture, so IP faults may often be handled by software 
similar to that used to service GDP faults. In cases where unique 
IP attention is required, a special fault port must be constructed 
to which faulted IP processes may be selectively re-sent and then 
serviced by AP and/or GDP software. 
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APPENDIX A 
SY3I3A OBJECT STRUCTORES 



The object structures of Interface Processors are described belav. 
The only object structures described are for those whose form or 
interpretation differ from GDP object structures. Note that the 
values found in the length fields in the various objects described 
below are encoded as "actual length minus 1" in bytes. Also note 
that the object indices referred to below are of the same format as 
access selectors with the entered access segment index subfield 
uninterpreted* The displacement subfield is interpreted as an index 
into the associated domain access segment. 



A-1. OaSTPEXT OBJECTS 

In the most general terms, contexts for Interface Processors and 
General Data Processors serve the same purpose. They are used to 
represent an access environment in which process execution can take 
place. On closer inspection, however, the differences are 
significant. For example, with Interface Processors there is no 
concept of a sequential instruction stream. Instead the only 
instructions executed by Interface Processors are functions 
requested, one at a time, by software executing on the associated 
Attached Processor. At a mundane level, this means that Interface 
Processor contexts need not provide access to instructioi segments 
or operand stacks. More significantlv, without a sequential 
instructioi stream there are no concepts of intracontext or 
interoontext control flew either. This results in the binding 
between Interface Processor processes and contexts being static. In 
fact, context access and data segments are refinements of the 
corresponding process access and data segments respectively. 

Given these differences, an Interface Processor context represents 
the access environment available within the 432 syston to the 
logical process being executed on the logical processor comprised of 
the Interface Processor and the associated Attached Processor. The 
operators provided by the Attached Processor affect the contents of 
data segments in this environment via the address mapping facility 
of the Interface Processor. The operators provided by the Interface 
Processor affect this environment via the function request facility 
of the Interface Processor. 
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A context object is represented by a context access segment and an 
associated context data segment. 



Context Access Segments 

Diagramrtiatically, a context access segment is structured as shown 
belcw. 
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The context access segment , context data segment ^ and domain access 
descriptors in the context must be created without delete rights. 
(Note that the defining domain access descriptor is not interpreted 
by the hardware, but is preserved for software use.) The entered 
access segment entries never bear delete rights. 

The representation rights field of a context access segment access 
descriptor is interpreted in the same manner as for all objects of 
base type access segment. The type rights field of a context access 
segment access descriptor is uninterpreted. 



Context Data Segments 

Hie only processor interpreted field in the context data segment is 
the process status field which contains a ocxribination of process and 
context status. The form and interpretation of this field are 
described in the process data segment section. 

The representation rights field of a context data segment access 
descriptor is interpreted in the same manner as for all objects of 
base type data segment. The type rights field of a context data 
segment access descriptor is uninterpreted. 
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A-2> PRCXZESS CBJBCTS 

Logically, a process is the execution by a processor of an 
instroctiai stream within a specific environment. In a contoined 
Attached Processor /Inter face Processor system, the IP process object 
extends the executioi environment of an AP process to logically 
include a specific domain in the 432 address space. The execution 
point moves, of course, as each instruction is executed because a 
new instruction is automatically specified. Occasionally, as the 
result of instruction execution, a new instruction stream within the 
Attached Processor software is specified. Unless the AP process 
should indicate its termination, the execution point continues to 
move in this manner forever. There is thus a close and long-term 
association between the environment provided by an interface 
process and a particular AP process. When a new AP process specifies 
a functicxi request, an Interface Processor makes, the associated 
interface process' execution environment available. 

A process object is represented by a process access segment and an 
associated process data segment. 



Process Access Segments 

The hardware-recognized internal structure of a process access 
segment is shown belcw. 
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The representation rights field of a process access segment access 
descriptor is interpreted in the same manner as for all objects of 
base type access segment. The type rights field of a process access 
segment access descriptor is uninterpreted. 
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Process Data Segments 

The basic structure of a process data seqment is shown belcw. 
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The format and interpretation of the object lock field is the same 
as for GDPs. 
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For Release 2.0, the organization of the process status field is 
interpreted as shown belcw. 



9 bits 



X 



X 



t 



bound 

waiting for message 
process faulted 
ready 

context faulted 
reserved 

null surrogate destination 
first port done 



The bound bit is interpreted as follows: 



0 - this process is not bound to a processor 

1 - this process is bound to a processor 



The interpretation of the context and process faulted subfields 
are as folloi^s: 



0 - not faulted 

1 - faulted 



The ready bit is interpreted as follows: 



0 - this process is not usable for function invocation 

1 - this orocess is usable for function invocation 

The format and interpretation of the waiting for message, null 
surrogate destination, and first port done subfields are the same 
for IPs as they are for GDPs. 

For the process ID field, the high-order 14-bit subfield contains 
the actual process ID. The low^rder 2-bit subfield must be zero. 

Fault information for context, process, and processor level faults 
has the same organization. Process objects contain fault 
information for context and process level faults. Processor objects 
contain fault information for processor level faults. Access to the 
context fault information is made available to a context via the 
software convention of providing a refinement for it in a known 
entry of the process global access segment. The process fault 
information area in the process object is used when a process- level 
fault occurs and a process is bound to the orocessor. The processor 
fault information area in the processor object is used when a 
process level fault occurs and a process is not bound to the 
processor. The organizaticn of the fault information area is 
described in Appendix C, the Fault Simmary. 
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The representation rights field of a process data segment access 
descriptor is interpreted in the same manner as for all objects of 
base type data segment. The type rights field of a process data 
segment access descriptor is uninterpreted. 

For Release 2.1> the crgenization of the process status field is 
shown below. 
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These status fields are interpreted as for Release 2*0^ with the 
exception of the fault vector field, which is interpreted as follows: 

0 - this process may have process level faults 

1 - treat all process level faults as context level faults 

(If the context is already faulted , this beccxnes a 
processor level fault) 

I 



A-3. PROCESSOR OBJECTS 

An 432 Interface Processor consists of two cooperating processing 
elements: a mapping facility and a functiai request facility. The 
mapping facility translates Peri^ieral Subsystem addresses into 432 
system addresses. The function request facility executes the 
operator set described in Appendix B. The mailing facility and the 
functiai request facility can run in parallel. 

A processor object is represented by a processor access segment r an 
associated processor data segment. 

Processor Access Segments 

Processor access segments are organized as shown below. 
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The representation rights field of a processor access segment access 
descriptor is interpreted in the same manner as for all objects of 
base type access segment. The 1cm order bit of the type rights 
field of a processor access descriptor is interpreted as follows: 

0 — an interprocessor message may not be broadcast via the 
global communication segment of this processor 

1 - an interprocessor message may be broadcast via the global 
communication segment of this processor 

The mid-order bit of the type rights field of a processor access 
descriptor is interpreted as follows: 

0 - an interprocessor message may not be sent to this 

processor via the local oointranication segment of this 

processor 

1 - an interorocessor message may be sent to this processor 

via the local cannunication segment of this processor 

The high-order bit of the type rights field of a processor access 
descriptor is interpreted as follows: 

0 - this access descriptor may not be used by SET__PSJ«3DE 

or DISPATCH 

1 - this access descriptor may be used by SETJPS__MCDE or 

DISPATCH 

The carrier AD field identified as the "current process carrier" in 
Release 2.0 becomes the carrier AD for the "dispatched process 
carrier" in Release 2.1. Thus, in Release 2.1, the carrier to the 
process being dispatched, via DISPATCH or IPC 0 (Wake-up) , is 
available for fault handling. 



Processor Data Segments 

The intended use of this data segment is as instance specific 
control information, for recording a copy of the processor-resident 
information contained in the function request facility and the 
mapping facility, for recording fault information, and as randomly 
addressable scalar working storage. The copy of processor -resident 
information in the processor data segment is updated by the 
processor v*ienever a significant state change to that information 
occurs (i.e., function completion or block transfer completion). 
The area above double-byte displacement four is made visible to 
Attached Processor software through the control window (window 4) . 

Ihe information in the processor data segment is organized as shown 
in the diagram belcw. 
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The processor status field is shown belav. 



8 bits 
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X 


XXX 



L— processor state 
* process already suspended 
' faulted 
* reference mocte 

' stOTX)ed 

* broadcast accept, mode 

processor ID 

The processor state subfie^.d is interpreted as folloivs: 

000 - idle 

001 - process execution 
010 - ill - reserved 

The nrocess already suspended subfield is used internally for the 
jjnpleraentaticxi of the DISPATCH operator. 

The interpretation of the faulted subfield is as follows: 

0 - not faulted 

1 - faulted 

The reference node subfield specifies whether the references in 
function requests are logical or physical. In logical reference 
moder function request references are relative to the four-component 
access envirament generated by the current context. In physical 
reference mode, function request references are simply 24-bit 
physical addresses. 
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The reference mode subfield is interpreted as follows: 

0 - using riiysical mode 

1 - usinq logical mode 

The stopped bit is interpreted as follows: 

0 - running 

1 - stopped 

The broadcast acceptance mode bit is interpreted as follows: 

0 - broadcast interprocessor messages are not being 

accepted and acknowledged 

1 - broadcast interprocessor messages are being accepted 

or acknowledged 

Note that the processor ID fields in the processor data segment and 
the local communication segment are filled in b/ the associated 
processor at initialization time from externally read information. 

The representation rights field of a processor data segment access 
descriptor is interpreted in the same manner as for all segments of 
base type data segment. The type rights field of a processor data 
segment access descriptor is uninterpreted. 



Control Window Area - 

The control window area consists of several major subareas and 
several minor ones. The primary purpose of these areas is to 
provide Attached Processor software access to state information 
describing recent state changes in the function request facility and 
the mapping facility and occurrances of asynchronous events. 
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Peripheral Subsystem State Field - 

The organization of the Peripheral Subsystem state field is shovm 
belcw. 
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The write sanple delay field and the xack delay field program the 
characteristics of the IP ooirponent interface to the Peripheral 
Subsystem. (See the iAPX 43203 VLSI Interface Processor Data wSheet y 
Order Number 171874, for details.) Several combinations of the XACK 
delay /write sample delay subfields are illegal: 
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In Release 2.0, if the interrupt inhibit field is a 1, the IP 
inhibits normal function completion interrupts but continues to pass 
all other interrupts to the AP. If the interrirpt inhibit field is 
0, the IP reports context, process, and processor faults, as well as 
normal function completion, with an interrupt. 

In Release 2.1, if the interrupt inhibit field is set to 1, the IP 
inhibits both normal function completion interrupts and context, 
process, or processor level fault interrupts. In such cases the 
function state word in the function rec[uest area must be checked to 
detect any of the above interrupts. However, IPCs, processor 
initialization, active window faults, and processor fatal faults 
will still cause interrupts. 



IPC State Field - 



The IPC state field is used to indicate that the orocessor has 
responded to an interprocessor communication signal and signalled 
the associated Peripheral Subsystem via interrupt. It has the 
following organizatiai. 
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With either IPC response flag, a value of zero indicates that no 
such response has occured and a value of one indicates that such a 
response has occured. 



Alarm^ Dispatching r and Reconfiguration State Fields - 

The alarm, dispatching ("select process") , and reconfiguration state 
fields are used to indicate that the processor has responded to that 
type of signal arri signalled the associated Peripheral Subsystem via 
interrupt. Each has the following organization. 



15 bits 



L 



response 
reserved 



With the response flag, a value of zero indicates that no such 
response has occured and a value of one indicates that such a 
response has occured. 



Function Request Facility Area 



The function request facility is the part of the Interface Processor 
whidi accepts function requests and performs the requested function. 
The function request facility area of the processor data segment 
contains a copy of the processor-resident information related to the 
current or most recent function requested. As shown < below, the area 
consists of five contiguous parts. The first part contains the 
process selection index for the execution environment in which the 
function should be performed. The second part contains the function 
state information. The third part contains the oo-oode of the 
operator requested. The fourth part contains the operands operated 
upon in Performing the requested function. The fifth part is used 
to record the result of the requested function. 
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Function State Field - 



The function state field is used to describe the current state of 
the functiai request facility. It has the following organization. 



8 bits 



XX 
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function oomDletion state 
SEND cannpletion state 
REJCEIVE oottpletion state 
fault level 
reserved 



The interpretatiai of the functiai oorapleticn state subfield is as 
follows ! 



0000 - function oanpleted 

0001 - functiai in progress 
0010 - 1111 - reserved 



The interpretation of the SEND or RECEIVE oorapletion state subf ields 
is as follows; 



0 - completed 

1 - blocked 

The fault level subfield indicates whether a fault which has occured 

is context-level, process-level , or processor-level. The fault 

handler requires this information in order to know where the fault 

informatioi has been stored. The interpretation of the fault level 
subfield is as follows: 



00 - none 

01 - context-level fault 

10 - process-level fault 

11 - processor-level fault 



Mapping Facility Area - 

The inapping facility consists of five map entries capable of 
supporting the random mapping of five non-overlapping address 
subranges fron the Perijiieral Subsystem into corresponding 432 data 
segments. One of these map entries (entry 0) is capable of 
sijpporting block transfer as well as random mapping. One map entry 
(entry 1) is capable of supporting maix^ing into the 432 
interconnection address space as well as random mapping. One map 
entry (entry 4) and its associated Peripheral Subsyston address 
subrange always maps onto the processor data segment. The two major 
purposes of this subrange are to capture references to the function 
request facility and to allow Attached Processor software to read 
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current status information. When operands are read f ran this 
subrange or written into this subrange r the processor data segment 
is accessed. Data written into the part of the subrange 
representing the function request facility is captured when no 
function is in progress. During function execution. Attached 
Processor software must not make further function requests. 

At the base of the mapping facility area, the extra information for 
supporting block transfer via map entry 0 is recorded in a data 
structure with the following organization. 



reserved 
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displacement 

31 



P. S. disp. 
432 diso. 



block count 



28 



When the transfer mode subfield of the entry state field for map 
entry 0 indicates that it is in block transfer mode, the 
processor -resident copy of the block count field indicates the 
number of bytes remaining to be transferred for transfer termination 
to occur normally (i.e., upon count runout). Whenever normal 
transfer termination occurs, both copies of the block count field 
are zero. Whenever normal transfer termination does not occur, such 
as in the case of faults, both copies of the block count field 
indicate the number of ranaining, but not transferred, bvtes. 

When the transfer mode subfield of the entry state field for map 
entry 0 indicates that it is in block transfer mode, the 
processor-resident cop/ of the 432 displacement field indicates the 
displacement into the associated data segment of the next byte to be 
.transferred. 

When the transfer mode subfield of the entry state field for map 
entry 0 indicates that it is in block transfer mode, the 
processor-resident copy of the Peripheral Subsystem displacement 
field indicates the displacement into the associated Peripheral 
Subsystem address range of the next byte to be transferred. 

Any difference between the values of the two displacement fields 
accounts for data in the processor-resident buffers which was not 
successfully transfered. 

Note that the values returned in the count and displaceonent fields 
just described are encoded as "actual length," as opposed to "actual 
length minus 1." 
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Above the block transfer information^ a copy of the information 
contained in each of the processor-resident map entries (0 through 
4) is represented by a data structure with the follcwinq 
organization. Note that vdien an Interface Processor makes the 
transition fron physical reference mode to logical reference mode, 
the meraorv-resident map entry information for entry 4 is "read only" 
and is used to / establish the maisping for that entry whai the 
processor enters logical mode. 

= = double byte 

disDlacement 
3 
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entry state 



The entry state field is used to describe the current state of the 
given map entry. It has the following organization. 



9 bits 



XX 



XX 



X 



L 



map valid 
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transfer direction 
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The 1-bit map valid subf ield indicates whether or not this map entrv 
is currently in use. If the bit is zero, this map entry is not used 
in Peripheral Subsystem address inspection. If the bit is one, this 
map entry is used in Peripheral Subsystem address inspection. The 
processor-resident copy of this subfield is checked by the mapping 
facility each time a Peripheral Subsystem address is received for 
inspection. 



For map entry 0, the 1-bit transfer mode sabfield indicates whether 
this map entry is in random or block transfer mode. A value of zero 
indicates that this map entry is in random mode. A value of one 
indicates that this map entry is in block transfer mode. For map 
entry 1, the 1-bit transfer mode subfield indicates whether this mao 
entry maps Peripheral Subsvstem addresses into the 432 address space 
or the interconnection address space. A value of zero indicates 
that this map entry is in 432 mapping mode. A value of one 
indicates that this map entrv is in interconnection mapping mode. 
For the remaining mao entries, the setting of this subfield causes a 
fault. 



Change 2 



A-17 



iAPX 432 Interface Processor Architecture Reference Manual 



The 2-bit transfer direction subfield indicates the types of 
read/write requests from the associated Peripheral Subsystem which 
are valid with respect to this map entry. The lew order bit of the 
transfer direction subfield is interpreted as follows: 

0 - reading may not occur 

1 - reading may occur 

The high order bit of the transfer direction subfield is interpreted 
as follows: 

0 - writing may not occur 

1 - writing may occur 

Note that both bits may not be set when setting block transfer node. 

The 2-bit transfer state subfield indicates the state of the 
transfer. It is encoded as follows: 

00 - transfer in progress 

01 - transfer terminated upon count runout 

10 - transfer termination forced 

11 - transfer termination upon fault 

The 1-bit memory overlay subfield indicates whether or not the 
Peritiieral Subsystem address subrange associated with this map entry 
overlays physical memory in the Peripheral Subsystem, If physical 
memDry is overlayed, whenever an address is mapped via this entry a 
Peripheral Subsystem bus protocol is employed which prevents that 
over laved memory from responding. A value of zero indicates that no 
memory is overlayed. A value of one indicates that memory is 
overlayed. 

The base address field is used to specify the starting address of 
the Peripheral Subsystem address subrange mapped by this map entry. 
Subranges are 2**n bytes in length with n being in the range zero to 
sixteen. A subrange of a given power of two in size must appear on 
an addressing boundary of the same pOfl^er of two (e.g., a 16 byte 
subrange must begin on a 16 byte boundary) . Stated another way, a 
subrange of 2**n bytes in length will thus have a starting address 
containing at least n trailing zeros. Base addresses are always an 
integer multiple of an integer power of two (i.e., m*2**n) . The n 
is as described above. The m is any integer such that the above 
conditions hold and the value of the starting address is limited to 
the range 0 to 65,535. 

The mask field contains a mask which is used to specify the size of 
the Peripheral Subsystem address subrange to be mapped by this map 
entry. The mask is composed of two contiguous bit string 
subfields. The higher-order bit string contains all ones. The 
lower-^rder bit string contains all zeros. The mapped address 
subrange is 2** (number of zeros in the lower-order bit string) bytes 
in length beginning at the starting address. 
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SYSTEM CBJECTS STHJCTORES 



The base displaoonent field contains the byte displacement into the 
432 segment used to construct a refinement of a data segment. See 
Figure 3-2 for an illustration of the role of a window's base 
displacement in forming a refinement. 



Mapping Facility Fault Information Area - 

The mappivg facility fault information area consists of an entry 
fault code and fault displacement pair for each map entry. 
Diagraitmatically^ the fault information for each map entry appears 
as shown belcw. 



fault disp 
fault code 



Each entry fault code field is used to record the cause of the last 
fault associated with that map entry. It has the following 
organizatiai. 



6 bits 



xlxixlx 



^ — read/write 
bus error 

— access rights 

— segment bound 
memory overflow 

— access directicai 

post termination 

partial block overflew 

— ^ block overflow 

reserved 

block termination 

(internal use) 

The 1-bit read/write subfield indicates whether the associated fault 
was caused by a read request or a write request. A value of zero 
indicates that the fault was caused by a read request. A value of 
one indicates that the fault was caused by a write request. 

The 1-bit bus error subfield indicates whether or not the associated 
fault was caused by a 432 bus error. A value of zero indicates that 
the fault was not caused by a bus error. A value of one indicates 
that the fault was caused by a bus error. 
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The 1-bit segment bound subfield indicates whether or not the 
associated fault was caused by a segment bounds violation, A value 
of zero indicates that the fault was not caused a segment bounds 
violation. A value of one indicates that the fault was caused by a 
segment bounds violation. 

The 1-bit memory overflew subfield indicates whether or not the 
associated fault was caused by a memory overflow. A memory overflow 
occurs vAien the sum of the j*iysical base address in bytes of a 
segment being accessed plus the byte displacement to the operand 
beirq accessed exceeds 16,777,215 (i.e. 2**24-1). A value of zero 
indicates that the fault was not caused by a memory overflow. A 
value of one indicates that the fault was caused by a memory 
overflew. 

The 1-bit access direction subfield indicates whether or not the 
associated fault was caused by an access directiai error. An access 
direction error occurs yAien the transfer direction subfield of the 
corresponding map entry state indicates that the requested access 
direction (either read or write) is invalid. A value of zero 
indicates that the fault was not caused by an access directicxi 
error. A value of aie indicates that the fault was caused by an 
access direction error. 

The 1-bit post termimtion subfield indicates vAiether or not the 
associated fault was caused by a post terminaticxi error. A post 
termination error occurs when an access is attenpted after a 
transfer via the associated map entry has terminated. A value of 
zero indicates that the fault was not caused by a post termination 
error. A value of one indicates that the fault was caused by a post 
terminaticxi error. 

The 1-bit partial block overflew subfield indicates \^ether or not 
the associated fault was caused by a partial block overflew. A 
partial block overflew occurs v*ien there is one byte left to be 
transfer ed in a block and a double-byte request is made. A value of 
zero indicates that the fault was not caused by a partial block 
overflew. A value of one indicates that the fault was caused by a 
partial block overflow. 

The 1-bit block overflew subfield indicates vAiether or not the 
associated fault was caused by a block overflew. A block overflow 
occurs v*ien the block count is zero, the Peri^ieral Subsystem 
atteiipts an access, and the map entry state has not yet been 
updated. A value of zero indicates that the fault was not caused by 
a block overflew. A value of one indicates that the fault was 
caused by a block overflew. 



A-20 



SYST5M OBJECT STRUCTURES 



Selected Index and Selected State Fields - 

The selected index and selected state fields are filled in by the 
processor from informaticxi found in the process carrier data segn^nt 
at process selection time, i.e when a "select process" IPC is 
received. The selected index is a process selection index used to 
oornmunicate to Attached Processor software vA^idtt process from the 
process selection list has just been bound to the processor. The 
selected index is obtained from the double byte quantity located at 
a displaoonent of eight double bytes into the process carrier data 
segment. The selected state is uninterpreted by processors and is 
obtained from the double byte quantity located at a displacement of 
nine double bytes into the process carrier data segment. 



Processor Fault Information Area 

The organization of the processor fault information area is 
described in Appendix C. 



local and Global Communication Segments 

Both local and global oonmunicatioi segments used by IPs have the 
same format and interpretation as the corresponding objects employed 
by GDPs. 



IPC Message Field 

The IPC message field contains one of the following function request 
encodings. Message codes 0 through 7 represent IPC messages which 
are ooimon between <3DPs and IPs. Message codes 15, 16, and 17 are 
messages specific to Interface Processors. Message codes 9 through 
14 are defined for GDPs but are unused by IPs. 



0 - Select Process - causes the processor to examine its carrier 

to determine if a process was received. If 
a process was received, the process is 
selected, the dispatching flag is set, and 
the selected state and selected index fields 
are copied from the process carrier data 
segment to the control window. The current 
process index field is invalidated when this 
IPC is received. 

1 - Start Processor 

2 - Stop Processor 

3 - Set Broadcast Acceptance Mode 



Change 1 
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4 - Clear Broadcast Acceptance Mode 

5 - Flush Object Table (Release 2.0) 

In Release 2.1, IPC 5 beocsnes "Plush Object Table and 
Invalidate Process Selection Index." In Release 2.1, use of 
this IPC will force requalification of the process object if 
the same process is used on the next operator. 

6 - Suspend and Fully Requalify Processor 

7 - Suspend and Requalify Processor 

8 - Invalidate Process Selection Index - causes the IP equivalent 

of a suspend and 
requalify process. 

9 - 14 - Unused 

15 - Close (Invalidate) Windows and Unlock I/O Locks 

(on windows 0-3) 

16 - Generate PS Reset 

17 - Close (Invalidate) Windows and Unlock I/O Locks 

(on windows 0-3) and Enter Physical Mode 

The representation rights of a oonimunication segment access 
descriptor are interpreted in same manner as for all segments of 
base type data segment. The tyoe rights field of a ocxTtmunication 
segment is uninterpreted. 
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APPENDIX B 
FUNCnCN SIM4ABY 



Appenc^ix B summarizes the Interface Processor functions. Three 
lists are provided to assist in locating the page which contains a 
particular function description. 

One list. Table B-1, organizes the function set by alphabetical 
order. Table B-2 organizes the functicn set by increasing function 
code number and is particularly useful ^en debugging IP controller 
software c Table B-3 organizes the function set by operator id codes 
and is especially useful when debugging IP fault handling software. 

The template for function descriptions is shown on page B-5. All 
function descriptions follow this style of presentation. 



B-1 



iAPX 432 Interface Processor Architecture Reference Manual 



■EffilE B-1 



ALPHftBETICAL INDEX TO IP HJNCTICNS 






nciA 


nPT'TMAT. 

JJI!A^xiyiriLj 






r UlNv^xxvJN 












PAGE 












00 


0 


B-6 


rVyiSTxjXS. X xvJLVjnXO 


Ofi 


Q 


B-8 




IR 

xo 


£t*t 


B-9 


rrNnTTTHNTAT. PRfT^TVR 

J. X XvA>ir\LJ £\riVi^riX VJui 




91 


B-10 


V>mANL/ JL X XVJLHrVJLl OJuuXIJ 






B-11 


mpv Arrrw^c nixirpTPTniR 


04 


4 


B-12 


DT^^ATYTT 
L^XijirrikX\_,n 


IB 


27 


B-12.5 


SmH XJ-ITV irax.A.^X-tOki7 tJXlAJTir-ilTl X 


07 


7 


B-13 


"RNTRP (TTjnRATj AnTKS?^ 5^T^^nvfKIJr 


06 


6 


B-14 


TNnTVT^TRTF. Ann SHO?^ OPnTNAT. 


19 


25 


B-15 


XXNLyX V XO XOXJu XiNOJ-iX\X iDkKJlXX \^i^J^XLNriJLj 


1 A 


26 


B-16 


XiN ijJTEA^ X 2Av^A>^I_00 UEmJ^jCsAJT X v/t\ 


OF. 


14 

J-rx 


B-18 


TMCfp"pY>r n^TRTf 

xLMOirXlA^X v/DUHn^X 


OF 

Ux 


X^ 


B-17 




10 


jL\J 


B-19 




\jD 


Ci 


B-20 


REftD PRDCESSOl STATUS 


03 


3 


B-21 


RECEIVE 


14 


20 


B-22 


r\£MDJL rSJL X XVLVJII XfcD 


OQ 




B-23 


j\cjlJt\J.x!jVl!i r\lr>JjxL» iXirili Kr ir K iLO r ilYX A 1 xUiN 


HP 


XX 


B-24 


KCil KxriVCi 1 IrTi UJZjT iJNi± XLW 


or 


x^ 


B-27 


rsTjl rvJlIli V J2t 1 X JcTj I\I!iIrJ\CO,r!iiY LAI xiJLN 


OA 


10 

xu 


B-25 


SEND 


12 


18 


B-28 


SEND TO PROCESSOR 


01 


1 


B-29 


SET PERIPHERAL SUBSYSTEM MCSDE 


02 


2 


B-31 


SIJRRDGATE RECEIVE 


17 


23 


B-32 


SURRDGA1E SEND 


16 


22 


B-33 


UNLOCK CBJBCT 


11 


17 
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(Physical Mode Functions) 








ALTER MAP AND SELECT PHYSICAL SEGMENT 


00 


0 


B-7 


REM) PROCESSOR STATUS 


03 


3 
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SEND TO PROCESStm 


01 


1 


B-30 


SET PERIPHERAL SUBSYSTEM MXE 


02 


2 


B-31 
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FUNCTION SUMMARY 



'mBIiE B-2 



IP FUNCTICN SiMMMg BY FUNCTION POPE 

HEX raCIMAL 

FUNCTION OPEROTOR 

CODE FUNCTION NAME TO PAGE 

(logical Mode Functions) 

00 ALTER MAP fiND SELECT DATA SBGMEOT 0 B-6 

01 SEND TO PROCESSOR 1 B-29 

02 SET PERIPHERAL SUBSYSTEM WDE 2 B-31 

03 READ PROCESSOR STATUS 3 B-21 

04 COPY ACCESS DESCRIPim 4 B-12 

05 NULL ACCESS DESCRIPTOR 5 B-20 

06 ENTER GLOBAL ACCESS SEGMENT 6 B-14 

07 ENTER ACCESS SEOdENT 7 B-13 

08 AMPLIFY RIGfflS 8 B-8 

09 RESTRICT RIGHTS 9 B-23 
OA mraEVE TYPE REPRESENTATION 10 B-25 
OB RETRIEVE PUBLIC TYPE REPRESENMriON 11 B-24 
OC RETRIEVE TYPE DEFINITION 12 B-27 
OE INSPECT ACCESS DESCRIPTaR 14 B-18 
OF INSPECT OBJECT 15 B-17 

10 LOCK CBOEICT 16 B-19 

11 UNLOCK OBJECT 17 B-34 

12 SEND 18 B-28 

13 CONDITIONAL SEND 19 B-11 

14 RECEIVE 20 B-22 

15 COroiTIONAL RECEIVE 21 B-10 

16 SURROGATE SEMD 22 B-33 

17 SURROGATE RECEIVE 23 B-32 

18 BROADCAST TO PROCESSORS 24 B-9 

19 INDIVISIBIE AI» SHDRT ORDINAL 25 B-15 
LA INDIVISIBIE INSERT SHM* ORDINAL 26 B-16 
IB DISPATCH 27 B-12. 5 

(Physical Mode Functions) 

00 ALTER MAP AND SELECT PHYSICAL SEQIEMT 0 B-7 

01 SEND TO PRDCESSCm 1 B-30 

02 SET PERIPHERAL SUBSYSTEM »DDE 2 B-31 

03 READ PROCESSOR STATUS 3 B-21 
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TSVELE B-3 





IP FUNCTION SlMVIARy BY OPERMXm ID 








HEX 








FUNCTION 




ID 


FUNCTION NftME 


OCDE 


irrvJtCi 




(logical Mode Functions) 






0 


ALTER MAP AND SELECT DKTA SBGMEOT 


00 


B-6 


1 


SEM) TO PROCESSOR 


01 


B-29 


2 


SETT PERIPHERAL SUBSYSTEM MXE 


02 


B-31 


3 


REM) PROCESSOR STATUS 


03 


B-21 


4 


COPY AC3CESS DESCRIPTOR 


04 


B-12 


5 


NULL ACCESS DESCRIPTOR 


05 


B-20 


6 


ENTER GLOBAL ACCESS SBGMEMT 


06 


B-14 


7 


ENIER ACCESS SEGMEWT 


07 


B-13 


8 


AMPLIFY RIGBTES 


08 


B-8 


9 


RESTRICT RIGHTS 


09 


B-23 


10 


RETRIEVE TYPE REPRESEOTATICN 


OA 


B-25 


11 


RETRIEVE PUBLIC TYPE REPRESENTATION 


OB 


B-24 


12 


REITRIEVE TYPE DEFINITION 


OC 


B-27 


14 


INSPECT ACCESS DESCRIPTOR 


OE 


B-18 


15 


INSPECT OBJECT 


OF 


B-17 


16 


LOCK CB JBCT 


10 


B-19 


17 


UNLOCK OBJECT 


11 


B-34 


18 


SEND 


12 


B-28 


19 


0CNDITIC3SIAL SEND 


13 


B-11 


20 


RECEIVE 


14 


B-22 


21 


CONDITICHAL RECEIVE 


15 


B-10 


22 


SURROGATE SEIJD 


16 


B-33 


23 


SURROGATE RECEIVE 


17 


B-32 


24 


BROADCAST TO PROCESSORS 


18 


B-9 


25 


INDIVISIBIE ADD SHORT (»DINAL 


19 


B-15 


26 


INDIVISIBIE INSERT SHORT ORDINAL 


lA 


B-16 


27 


DISPATCH 


IB 


B-12.5 




(Physical Mcde Functions) 






0 


ALTER AND SELECT PHYSICAL SECSMEMT 


00 


B-7 


1 


SEND TO PROCESSOR 


01 


B-30 


2 


SET PERIPHERAL SUBSYSTEM MODE 


02 


B-31 


3 


READ PROCESSOR STATUS 


03 
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HJNCTION SUMMARY 



FUNCTION TEMPIATE 
Operator ID: ID 



Contents Function Request Facility 



results 0 through 9 
operanr! 6 
operanr? 5 
operand 4 
operand 3 
operand 2 
operand 1 
operand 0 
IP function code 
function state 
process selection index 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



0X5(H (FUNCTION NAME) 



reserved 



PRDCESS INDEX 



Hex Byte 
Offset 



20H-33H 

lEH 

ICH 

lAH 

18H 

16H 

14H 

12H 

lOH 

OEH 

OCH 



Note: 



Required operands and available results are indicated by capital 
letters. Other areas are marked reserved. 

The IP function code must be written into the function request 
facility last, i.e. only after all operands are provided. The 
function code occupies only location lOH. Byte location IIH is 
reserved. 

The process selection index field is required on all IP function 
requests. This value (an access descriptor displacement) is 
used as an byte offset into the process selection list of the IP 
processor access segment. For example r the process selection 
index for orocess number 5 is OOOOOOOOOOOlOlOOg^ Since it is 
not modified by function execution, it need not be rewritten if 
a new function is to be executed in the same process environment 
as the previous function. 

The function state field, shown as reserved in all function 
summaries, may be examined after the IP receives an interrupt or 
it may be polled. The function state field should be set to 
zero before a function code is deposited. Interrupts for 
successful function completion may be selectively disabled. 
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ALTER MKP AND SELECT DATA SEGMENT 
Operator ID: 3 



Contents FurK^tion Request Facility 



results 0 through 9 
operand 6 
operand 5 
operand 4 
operand 3 
operand 2 
operand 1 
operand 0 
IP function code 

function state 
process selection index 



reserved 



BLOCK GOUMT 



BASE DISPLACEMEMT 



SOURCE ACCESS SELECTOR 



MASK 



BASE ADDRESS 



ENTRY STATE 



WINDOW INDEX 



OOOH (ALTER MAP AND 
SELECT DATA SBCMENT) 



reserved 



PROCESS INDEX 



Hex Byte 
Offset 



20H-33H 

lEH 

ICH 

lAH 

18H 

16H 

14H 

12H 

lOH 
OEH 
OCH 



ALTER MAP AND SELECT DATA SECSVENT allows an operation to alter the 
inter-address space mpping provided by one of the address subrange map 
entries and to associate a given 432 or interconnect data segntent with 
that address subrange map entry. The first operand is a double byte 
specifying which map entry /data segment , segment descriptor register is 
to be altered. This operator can only be used to affect map entries 0 
through 3. The second operand is a double byte containing new entry 
state information. The third operand is a double byte containing the 
starting address of the new subrange to be mapped. Uie fourth operand 
is a double byte containing the mask used to specify size of the new 
subrange. The fifth operand specifies an access descriptor for the new 
data segment. This data segment access descriptor is copied into the 
mapped segment entry in the current context associated with the map 
entry being altered. The sixth operand is a double byte specifying the 
initi.al displacement into the data segment for the block transfer to 
start or pseudo-refinement. If the new entry state information 
specifies that this entry is being set up in block transfer woAe, the 
seventh operand is a double byte containing a count of the number bytes 
minus one to be transferred. Note that this operator is unique to 432 
Interface Processors. If the new entry state information specifies 
that the window is to be closed (set "invalid") then only the first two 
operands are required. 
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FUNCTION SOVIMARY 



ALTER MAP AND SELECT PHYSICAL SBCTEWT 
Operator ID: 3 



Contents Furx^tion Request Facility 



results 0 through 9 
operand 6 
operand 5 
operand 4 
operand 3 
operand 2 
operand 1 
operand 0 
IP function code 

function state 
process selection index 



reserved 



reserved 



PHYSICAL ADDRESS (high 8) 



PHYSICAL ADDRESS (low 16) 



MASK 



BASE ADDRESS 



ENTRY STA1E 



WINDOW INDEX 



OOOH (ALTER MAP AND 
SELECT PHYSICAL SBGMEMT) 



reserved 



PROCESS INDEX 



Hex Byte 
Offset 



20H-33H 

lEH 

ICH 

lAH 

18H 

16H 

14H 

12H 

lOH 
OEH 
OCH 



ALTER MAP AND SELECT PHYSICAL SEGMENT allows an cjperation to alter 
the inter-address space napping provided by one of the address 
subrange map entries and to associate a given 432 or interconnect 
physical segment with that address subrange map entry • This 
fiiysical mode operator is the equivalent of the logical mode 
operator ALTER MAP AND SELECT DATA SECS^EWT. One difference is that 
the mapping facility area is not updated by this operator. Another 
difference is that map entry 4 can be updated by this operator. The 
first operand is a double byte specifying which map entry/data 
segment, segment descriptor register is to be altered. The secord 
operand is a double byte containing new entry state information. 
The third operand is a double byte containing the starting address 
of the new subrange to be mapped. The fourth operand is a double 
byte containing the mask used to specify size of the new subrange. 
The fifth and sixth operands are a word (32 bits) containing the 
right- justified, 24-bit, physical base address of the segment in the 
432 address space. If the new entry state information specifies 
that this entry is being set up in block transfer mode, the sixth 
operand is also used as a count of the number of bytes to be 
transferred. If the new entry state informatioi specifies random 
mode, then the segment in the 432 address space is set to the 
maximum length (65,536 bytes) and the sixth operand is ignored. 
Note that this operator is unique to 432 interface processors. 



Change 2 
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AMPLIFY RIGHTS 
Operator ID: 11 



Contents Function Request Facility 



results 0 through 9 
operand 6 
operand 5 
operand 4 
operand 3 
operand 2 
operand 1 
operand 0 
IP function code 
function state 
process selection index 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



DESC CTRL ACC SELECTOR 



DEST ACCESS SELECTOR 



008H (AMPLIFY RIGHTS) 



reserved 



PROCESS INDEX 



Hex Byte 
Offset 



20H-33H 

lEH 

ICH 

lAH 

18H 

16H 

14H 

12H 

lOH 

OEH 

OCH 



AMPLIFY RIGE3TS allows an operation to alter, under control of a 
protected type control object, the set of rights and type control 
information in the associated access descriptor • The first operand 
contains the access selector for an access descriptor for the given 
object. The second operand contains the access selector for a type 
control object access descriptor. Tne resultant new access 
descriptor overwrites the original access descriptor for the given 
object. *nius, the destination access segment entry is the same as 
the source access segment entry. 
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FUNCTION smvuvRKy 



BROADCftST TO PROCESSORS 
Operator ID: 27 



CoP-tents Function Request Facility 



results 1 through 9 
result 0 
operand 6 
operand 5 
operand 4 
operand 3 
operand 2 
operand 1 

operand 0 
TP function code 

function state 
process selection index 



reserved 



B00rJ3ftN 



reserved 



reserved 



reserved 



reserved 



reserved 



DESTINATION PROCESSOR 
ACCESS SELECTOR 



IPC MESSAGE 



018H (BROADCAST TO 

'processors) 



reserved 



process index 



Bex Byte 
Offset 



22H-33H 

20H 

lEH 

ICH 

lAH 

18H 

16H 

14H 

12H 

lOH 
OEH 
OCH 



BROADCAST TO PROCESSORS allows a process to broadcast an 
interprocessor message to all the processors in the system, 
including the processor it is executing on, via the interprocessor 
oarmunication mechanism. The first operand contains the 
interprocessor message. The second operand contains the access 
selector for an access descriptor for the desired processor object. 
The boolean result f which is set to true if the control flags are 
deposited, is stored in the function result area. 



Change 1 
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cxasiDiTicmL rective 

Operator ID: 24 



Contents Function Request Facility 



results 1 through 9 
result 0 
operand 6 
operand 5 
operand 4 
operand 3 
operand 2 
operand 1 
operand 0 
IP functiai code 

function state 
process selection index 



reserved 



BOOIEMSI 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



PORT ACCESS SELECTOR 



015H (CONDITIONAL 

RECEIVE) 



reserved 



PROCESS INDEX 



Hex Byte 
Offset 



22H-33H 

20H 

lEH 

ICH 

lAH 

18H 

16H 

14H 

12H 

lOH 
OEH 
OCH 



CONDITIONAL RECEIVE allows a process to check for the availability 
of a message at a port and to indivisibly accept it if one is 
available. The first operand is used. The boolean result^ which 
is set to true if a message is received r is stored in the function 
result area. 
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FUNCTION SOMMARY 



OONDITIONAL SEND 
Operator ID: 22 

Hex Bvte 

Contents Function Request Facility Offset 



results 1 through 


9 


reserved 


22H-33H 


result 


0 


BOOIEfiN 


20H 


operand 


6 


reserved 


lEH 


operand 


5 


reserved 


ICH 


operand 


4 


reserved 


lAH 


operand 


3 


MESSAffi P€CESS SETECTQR 


18H 


operand 


2 


reserved 


16H 


operand 


1 


reserved 


14H 


operand 


0 


PORT ACCESS SELEiCPOR 


12H 


IP functiai code 


013H (CONDITICNAL SEND) 


lOH 


function state 


reserved 


OEH 


process selection index 


PROCESS INDEX 


OCH 



CONDITIOSIAL SEMD allows a process to check for the availability of 
queue space at a port and to indivisibly deliver a message if space 
is available. The first and fourth operands are used. The boolean 
result/ vrtiich is set to true if a inessage is deiDosited, is stored in 
the functiai result area. 



Change 1 
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DISPATCH (logical Mode Only) 
Operator ID: 30 



Hex Byte 

Contents Eunction Request Facility Offset 



results 0 through 9 
operand 6 
operand 5 
operand 4 
operand 3 
operand 2 
operand 1 
operand 0 
IP function code 
function state 
process selectiai index 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



PROCESSOR ACC SELEOOR 



OIBH (DISPATCH) 



reserved 



PROCESS INDEX 



20H-33H 

lEH 
Idi 
lAH 
18H 
16H 
14H 
12H 
lOH 
OEH 
OCH 



DISPATCH does a surrogate receive from the processor's normal 
dispatching port using the xDrocessor carrier. If the dispatching 
port is enpty, the carrier blocks there and the instruction 
terminates. (When a process eventually arrives at the dispatch port 
to unblock the carrier, a wake~up IPC is given to the processor.) 
If DISPATCH succeeds in finding a process at the dispatch portr the 
processor continues executing as if a wake-up IPC had been received 
(except that no IPC interrupt is generated) , with the dispatching 
stater selected process index, and function state in the function 
request area being updated. (That is, the inhibit semantics still 
apply, even if the wake-vro request is executed.) The AP can 
determine if the dispatch was successful by examining the 
dispatching state. The operand contains an access selector for an 
access descriptor for the processor object of the processor on which 
the operation is being executed. Note that this operator is unique 
to 432 interface processors. 
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C30PY acx:ess descriptor 

Operator ID: 7 



Contents Function Request Facility 



results 0 through 9 
operand 6 
operand 5 
operand 4 
operand 3 
operand 2 
operand 1 
operand 0 
IP function code 

function state 
process selection index 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



SOURCE ACCESS SELECTOR 



DEST ACCESS SELECTOR 



004H (COPY ACCESS 
DESCRIPTOR) 



reserved 



PROCESS INDEX 



Hex Byte 
Offset 



20H-33H 

lEH 

ICH 

lAH 

18H 

16H 

14H 

12H 

lOH 
OEH 
OCH 



COPY ACCESS DESCRIPTOR allows an operation to copy an access 
descriptor from a specified entry in any directly accessible access 
segment to a specified entry in any directly accessible access 
segment. The first operand contains the access selector for the 
destination access segment entry. The second operand contains the 
access selector for the access descriptor to be copied. 



B-12 



Change 1 



FUNCTION SUMMARY 



ENTER ACCESS SEGMEaSfT 
Operator ID: 10 



Contents Function Request Facility 



results 0 through 9 
operard 6 
operand 5 
operand 4 
operand 3 
operand. 2 
operand 1 
operand 0 
IP functioi code 

function state 
process selection index 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



SOURCE ACCESS SELECTOR 



EAS INDEX 



007H (ENTER ACCESS 
SBGME3SIT) 



reserved 



PROCESS INDEX 



Hex Byte 
Offset 



20H-33H 

lEH 

ICH 

lAH 

18H 

16H 

14H 

12H 

lOH 
OEH 
OCR 



ENTER ACCESS SEGMENT allows an ooeration to gain direct access to 
the access descriptors in a specified access segment. The first 
operand contains the index (range 1-3) for the destination access 
segment entry (EAS) . The second operand contains the access 
selector for an access descriptor for the access segment to be 
entered. 
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EMTER GLOBAL ACCESS SEGMENT 
Operator ID: 9 



Contents Function Request Facility 



resultJS 0 through 9 
operand 6 
operand 5 
operand 4 
operand 3 
operarrf 2 
operand 1 
operand 0 
IP function code 

function state 
process selection index 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



EAS INDEX 



006H (ENTER GLCBAL 

ACCESS SEQ^EHSTT) 



reserved 



PHDCESS INDEX 



Hex Bvte 
Offset 



20H-33H 

lEH 

ICH 

lAH 

18H 

16H 

14H 

12H 

lOH 
OEH 
OCH 



EWTER GLOBAL ACCESS SEGMENT allows an operation to gain direct 
access to the access descriptors in the access segment provided 
itnplicitly via the currently associated process object. The operand 
contains the index (range 1-3) for the destination access segment 
I entry (EAS) . 
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PUNCTIGN SUMMARY 



INDIVISIBLE ADD SHORT ORDINAL 
Operator IDs 28 



Contents Function Request Facility 



results 1 through 9 
result 0 
operand 6 
operand 5 
operand 4 
operand 3 
operand 2 
operand 1 
operand 0 
IP function code 

function state 
process selection index 



reserved 



ORIGINAL VALUE 



reserved 



reserved 



reserved 



reserved 



VALUE 



DISPLACEMENT 



SOURCE ACCESS SELECTOR 



019H (INDIVISIBLE ADD 
SHORT ORDINAL) 



reserved 



PROCESS INDEX 



Bvte 
Offset 



22H-33H 

20H 

lEH 

ICH 

lAH 

18H 

16H 

14H 

12H 

lOH 
OEH 
OCH 



The result of adding the short-ordinal source value located by the 
first two operarvis (access selector and displacement) to the 
short^rdinal third operand indivisibly replaces the source value. 
The original source value is stored in the function result area. 

A short-ordinal overflow fault cannot occur. 
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INDIVISIBUS INSERT SHORT QRDINRL 
Operator ID: 29 



Contents Function Request Facil.ity 



results 1 through 9 
result 0 
operand 6 
operand 5 
operand 4 
operand 3 
operand 2 
operand 1 
errand 0 
IP function code 

function state 
process selection index 



reserved 



ORIGINAL mUM 



reserved 



reserved 



reserved 



MASK 



VALUE 



DISPLACEMENT 



SOURCE ACCESS SELECTOR 



OlAH (INDIVISIBLE 

INSERT SHORT ORDINAL) 



reserved 



PRXESS INDEX 



Hex Byte 
Offset 



22H-33H 
20H 

lEH 
ICH 
lAH 
18H 
16H 
14H 
12H 

lOH 
OEH 
OCH 



The short-ordinal fourth operand is used as a mask (as presented on 
the third operand and inverted on the source value) . The result of 
ORing the short-ordinal source value located by the first two 
operands (access selector and displacement) to the short-ordinal 
third operand indivisibly replaces the source value, 'Oie original 
source value is stored in the function result area. 
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FUNCTION SUMMARY 



INSPECT OBJECT 
Operator ID: 18 

Hex Byte 

Contents Function Request Facility Offset 



results 2 through 


9 


OBJ TABLE ENTRY IMAGE 


24H-33H 


results 0 through 


1 


ACCESS DESCKEPTOR IMAGE 


20H-23H 


operand 


6 


reserved 


lEH 


operand 


5 


reserved 


ICH 


operand 


4 


reserved 


lAH 


operand 


3 


reserved 


18H 


operand 


2 


reserved 


16H 


operand 


1 


reserved 


14H 


operand 


0 


SOURCE ACCESS SELECTOR 


12H 


IP functicn code 


OOm (INSPECT OBJECT) 


lOH 


functicHi state 


reserved 


OEH 


process selection index 


PROCESS INDEX 


OCH 



INSPECT OBJECT allows an operaticm to read the access information 
for the first level of any access path to which it holds an access 
descriptor. The first operand contains the access selector for an 
access descriptor for the level in the access path which is to be 
inspected. The ten double-byte result is stored in the function 
result area. 
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INSPECT ACCESS DESCRIPTOR 
Operator ID: 17 



C ontents Function Request Facility 



results 2 through 9 

results 0 through 1 
operand 6 
ogerand 5 
errand 4 
operand 3 
operand 2 
operand 1 
operand 0 
IP functicxi code 

function state 
process selection index 



reserved 



SOURCE ACCESS 
DESCRIPTOR IMAGE 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



SOURCE AOC SELECTOR 



OOEH (INSPECT ACCESS 
DESCRIPTOR) 



reserved 



PROCESS INDEX 



Hex Byte 
Offset 



24H-33H 

20H 
lEH 
ICH 
lAH 
18H 
16H 
14H 
12H 

lOH 
OEH 
OCH 



INSPECT ACCESS DESCRIPTOR allows an operation to inspect an access 
descriptor to which it holds access. The first operand contains the 
access selector for an access descriptor which is to be inspected. 
The ordinal result is stored in the function result area. 
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FUNCTION SUVMRRY 



LOCK CBJBCT 
Operator ID: 19 

Hex Byte 

Contents Function Request Facility Offset 



results 1 through 


9 


reserved 


22H- 


result 


0 


BOOLERN 


20H 


operand 


6 


reserved 


lEH 


operand 


5 


reserved 


ICH 


operand 


4 


reserved 


lAH 


operand 


3 


reserved 


18H 


operand 


2 


reserved 


16H 


operand 


1 


DISPLftCEMENT 


14H 


operand 


0 


AC3CESS SETECTCai 


12H 


IP function code 


OlOH (LOCK OBJECT) 


lOH 


function state 


reserved 


OEH 


process selection index 


PROCESS iNrax 


OCH 



LOCK OBJECT allo^ an operation to lock an object lock located 
within a data segment. The first operand contains the access 
selector for a data segment access descriptor. The second operand 
contains the displacement within that data segment of the desired 
object lock. The boolean result, which is set to true if the object 
becomes locked, is stored in the function result area. 
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NULL ACCESS DESCRIPTOR 
Operator ID: 8 



Contents Function Request Facility 



results 0 through 9 
operand 6 
operand 5 
operand 4 
operand 3 
<x>erand 2 
operand 1 
operand 0 
IP function code 

function state 
process selection index 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



DBST ACCESS SELECTOR 



005H (NULL ACCESS 
DESCRIPTOR) 



reserved 



PROCESS INDEX 



Hex Byte 
Offset 



20H-33H 

lEH 

ICH 

lAH 

18H 

16H 

14H 

12H 

lOH 
OEH 

oca 



NULL ACCESS DESCRIPTOR allows an operation to overwrite and thus 
logically clear a given access descriptor entry. At the same time, 
access to any object previously available via that access descriptor 
entry is given up. The operard contains the access selector for th^ 
destination access segnient entry. 
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FUNCTION SUMMARY 



REftP PROCESSOR STM?DS (logical and Physi.cal MDde) 
Operator ID: 6 



Hex Byte 

Contents Function Request Facility Offset 



results 2 through 


9 


reserved 


24H-33H 


result 


1 


SYSTEM CLOCK 


22H 


result 


0 


PROCESSOR STATUS 


20H 


operand 


6 


reservea 


JjliTl 


operand 


5 




1 rvi 


operand 


4 




lAH 


operand 


3 


reserved 


18H 


operand 


2 


reserved 


16H 


operand 


1 


reserved 


14H 


operand 


0 


reserved 


12H 


IP function code 


003H (READ PROCESSOR 
STATUS) 


lOH 


function state 


reserved 


OEH 


:ess selection index 


PROCESS INDEX 


OCH 



The 16-bit processor status field of the current processor is read 
from the processor object, right appended to the current value of 
the processor resident system clock, and stored in the function 
result area. The processor status field includes both processor 
unit number and processor status information. 

READ PROCESSOR STATUS is performed the same in both physical and 
logical modes. 
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RE}CEIVE 
Operator ID: 23 

Hex Byte 

Contents Function Request Facility Offset 



results 0 throuah 9 


reserved 


20H-33H 


operand 6 


reserved 


lEH 


operand 5 


reserved 


ICH 


errand 4 


reserved 


lAH 


operand 3 


reserved 


18H 


(^rarva 2 


reserved 


16H 


operand 1 


reserved 


14H 


operand 0 


PORT AIXESS SELECTOR 


12H 


IP function code 


014H (RECEIVE) 


lOH 


function state 


reserved 


OEH 


process selection index 


PROCESS iNrax 


OCH 



RECEIVE allows a process to recei\7e a messaqe at a specified port. 
The first operand is used. 
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FUNCTION SDMMRRY 



RESTRICT RIGHTS 
Operator ID: 12 



Contents Function Request Facility 



results 0 through 9 
operand 6 
operand 5 
operand 4 
operand 3 
operand 2 
operand 1 
operand 0 
IP function code 
function state 
process selection index 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



TYPE CTRL ACC SELECTOR 



DEST ACCESS SELECTOR 



009H (RESTRICT RIGHTS) 



reserved 



PROCESS INDEX 



Hex Byte 
Offset 



20H-33H 

lEH 

ICH 

lAH 

18H 

16H 

14H 

12H 

lOH 

OEH 

OCH 



RESTRICT Rioais allows an operation to restrict its access to an 
object by alter ing, under control of an unprotected type control 
object/ the access descriptor for that object to have either 
restricted rights or restricted rights and restricted type control. 
The first operand contains the access selector for an access 
descriptor for the given object. The second operand is an 
unprotected type control object. The resultant new access 
descriptor overwrites the original access descriptor for the given 
object. Thus, the destinatioi access segment entry is the same as 
the source access segment entry. 
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RETTRIEVE PUBLIC TYPE REPRESEMTATION 
Operator ID: 14 



Hex Byte 

Contents FuTK;tion Request Facility Offset 





Q 




20H-33H 


operand 


6 


reserved 


lEH 


operand 


5 


reserved 


ICH 


operand 


4 


reserved 


lAH 


operand 


3 


reserved 


18H 


operand 


2 


TYPE DEF ACC SEUECTOR 


16H 


operand 


1 


SOURCE ACC SEIiBCrOR 


14H 


operand 


0 


DEST ACCESS SELECTOR 


12H 


IP function code 


OOBH (RETTRIEVE PUBLIC 
TYPE REPRESENTATION) 


lOH 


function state 


reserved 


om 


process selection index 


PROCESS INDEX 


OCB. 



RETRIEVE PUBLIC TYPE REPRESHNPTATION allows an operation to retrieve 
the type representation for a public type. The first operand 
contains the access selector for the destination access segment 
entry. The second operand contains the access selector for an 
access descriptor for the type whose representation is to be 
retrieved. 
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FUNCTION SOVMARSf 



RETRIEVE TYPE REPRESENTATION 
Operator ID: 13 



Contents Function Request Faei 1 ity 



results 0 through 9 
operand 6 
operand 5 
operand 4 
operand 3 
operand 2 
operand 1 
operand 0 
IP function code 

function state 
process selection index 



reserved 



reserved 



reserved 



reserved 



reserved 



TYPE DEF ACC SELECTOR 



TYPE CIMi AOC SELECTOR 



DEST ACCESS SELECTOR 



OOAH (RETRIEVE TYPE 
REPRESENTATION) 



reserved 



PROCESS INDEX 



Hex Byte 

Offset 



20H-33H 

lEH 

ICH 

lAH 

18H 

16H 

14H 

12H 

lOH 
OEH 
OCH 



RETRIEVE TYPE REPRESEISTTATION allows an operation to retrieve the 
type representatioi for any type for which it holds appropriate 
access to the associated type definition. The first operand 
contains the access selector for the destination access segment 
entry. The second operand contains the access selector for an 
access descriptor for the type whose representation is to be 
retrieved. The third operand contains the access selector for an 
access descriptor for the associated type definition. 
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FUNCnON SUMMARY 



RETRIEVE TYPE DEFINITION 
Operator ID: 15 



Contents Function Rjequest Facility 



results 0 through 9 
operand 6 
operand 5 
operand 4 
operand 3 
operand 2 
operand 1 
operand 0 
IP function code 

function state 
process selection index 



reserved 



reserved 



reserved 



reserved 



reserved 



reserved 



SOURCE AOCESS SEEECPOR 



DEST ACCESS SELECTOR 



OOCH (RETRIEVE TYPE 
DEFINITION) 



PROCESS INDEX 



Hex Byte 
Offset 



20H-33H 

lEH 

lOJ 

lAH 

18H 

16H 

14H 

12H 

lOH 
OEH 
OCH 



REPRIEVE TYPE DEFINITION allows an operation to retrieve an access 
descriptor for the type definition associated with a type. The 
first operand contains the access selector for the destination 
access segment entry. The second operand contains the access 
selector for an access descriptor for the type. 
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SEND 
Operator ID: 21 

Hex Byte 

Contents Function Request Facility Offset 



results 0 throuah 9 


reserved 


20H-33H 


operand 6 


reserved 


lEH 


operand 5 


reserved 


ICH 


operand 4 


reserved 


lAH 


operand 3 


MESSAGE ACCESS SELECTOR 


18H 


operand 2 


reserved 


16H 


operand 1 


reserved 


14H 


operand 0 


PORT ACCESS SELECTOR 


12H 


IP function code 


012H (SEND) 


lOH 


function state 


reserved 


OEH 


process selection index 


PROCESS INDEK 


OCH 



SEND allows a process to send a specified message to a ^Decified 
port. The first and fourth operands are used. 
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EUNCTION SUMMARy 



SEND TO PROCESSOR (Logical Mode) 
Operator ID: 4 

Hex Byte 

Contents Function Recpjest Fabilitv Offset 



results 1 through 


9 


reserved 


22H-33H 


result 


0 


BOOIEAN 


20H 


operand 


6 


reserved 


lEH 


operand 


5 


reserved 


ICH 


operand 


4 


reserved 


lAH 


operand 


3 


reserved 


18H 


operand 


2 


reserved 


16H 


operand 


1 


DEST PROCESSOR ACC SEL 


14H 


operand 


0 


IPC MESSAGE 


12H 


IP function code 


001H(SEND TO PROCESSOR) 


lOH 


function state 


reserved 


OEH 


process selecticai index 


PROCESS INDEX 


OCH 



SEND TO PROCESSOR allows a process to send an interprocessor message 
to one specific processor, including the processor it is executing 
on, via the interprocessor communicaticn mechanism. The first 
operand contains the interprocessor message. The second operand 
contains the access selector for an access descriptor for the 
desired processor object. The boolean result, which is set to true 
if the control flags are deposited, is stored in the function result 
area. 
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SEND TO PROCESSOR (Physical Mode) 
Operator ID: 4 



Hex Byte 

Contents Function Request Facility Offset 



results 1 through 


9 


reserved 


22H-33H 


result 


0 


BOOLEAN 


20H 


operand 


6 


reserved 


lEH 


operand 


5 


reserved 


ICH 


operand 


4 


reserved 


lAH 


operand 


3 


reserved 


18H 


operand 


2 


PHXSICRL ADDR (high 8) 


16H 


operand 


1 


PHYSICAL ADDR (low 16) 


14H 


operand 


0 


IPC MESSAGE 


12H 


IP function cxx3e 


OOIH(SEM) TO PROCESSOR) 


lOH 


functicxi state 


reserved 


OEH 


process selection index 


PROCESS INDEX 


OCH 



SEND TO PROCESSOR allows external processor software to send an 
interprocessor message to one specific processor, including the 
processor it is executing on, via the interprocessor oomiunication 
mechanism. The first operand contains the interprocessor message. 
The second operand is a word ( here shown as two consecutive double 
bvtes) containing the right- justified, 24-bit, physical base address 
of the 432 memory segment which contains the image of the IP's 
processor object. The boolean result, which is set to true if the 
control flags are deposited, is stored in the function result area. 
This j*iysical mode operator is the equivalent of the logical m^de 
operator SEND TO PROCESSOR. 
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FUNCTION SUMMARY 



SET PERIPHERAL SUBSYSTEM MODE (Logical ard Physical Mode) 

Operator ID: 5 



Ifex Byte 

Contents Function Request Facility Offset 



results 0 through 9 
operand 6 
operand 5 
operand 4 
operand 3 
operand 2 
operand 1 
operand 0 
IP function code 
function state 
process selectim index 



reserved 



reserved 



reserved 



reserve 



reserved 



reserved 



PROCESSOR ACC SEL 



PS MODE 



002H (SET PS MODE) 



reserved 



PROCESS INDEX 



20H-33H 

lEH 

ICH 

lAH 

18H 

16H 

14H 

12H 

lOH 

OEH 

OCH 



SETT PERIPHERAL SUBSYSTEM MOTE allows an operation to change the mode 
settings for the connected peripheral subsystem, both on the 
processor and in the peripheral subsystem status field of the 
processor data segment. Checks are also made for certain illegal 
combinations of XACK delay and Write Sanple Delay. The first 
operand contains a set of new peripheral subsystem mode flags. The 
second operand , which is used only in logical mode, contains an 
^xiess selector for an access descriptor for the processor object of 
the processor on which the operator is being executed. Note that 
this operator is unique to 432 Interface Processors. 

SET PERIPHERAL SUBSYSTEM MODE when performed in physical mode is of 
the same form and provides the same function as SET PERIPHERAL 
SUBSYSTEM MODE performed in logical mode, except that the second 
operand is not used. 
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SORROGRTE RECEIVE 
Operator ID: 26 



Hex Byte 

Contents Function Request Facility Offset 



results 0 through 9 


reserved 


20H-33H 


operand 6 


reserved 


lEH 


operand 5 


reserved 


ICH 


operand 4 


reserved 


lAH 


operand 3 


reserved 


18H 


operandv 2 


CARRIER AC3CESS SELECTOR 


16H 


operand 1 


DESr ACCESS SELECTOR 


14H 


operand 0 


P(Kr ACCESS SELECTOR 


12H 


IP function code 


017H (SURROGATE RECEIVE) 


lOH 


functicxi state 


reserved 


OEH 


process selection index 


PROCESS INDEX 


OCH 



SURROGATE RECEIVE allows a process bo wait, via a surrogate carrier r 
at a port for a message from some process. The first three operands 
are used. 
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FUNCTION SUMMARY 



SURROGfiLTE SEND 
Operator IDs 25 

Hex B\rte 

Contents Function Request Facility Offset 



results 0 through 9 


reserved 


20H-33H 


operand 6 


reserved 


lEH 


operand 5 


reserved 


ICE 


operand 4 


reserved 


lAJI 


operand 3 


MESSAGE ACCESS SELBCTOl 


18H 


operand 2 


CARRIER ACCESS SELECTOR 


16H 


operand 1 


DEST ACCESS SELBCPOR 


14H 


operand 0 


PORT ACCESS SELECTOR 


12H 


IP function code 


016H (SURROGATE SEND) 


lOH 


function state 


reserved 


OEH 


process selection index 


PROCESS INDEX 


OCH 



SURROGATE SEND allows a process to send, via a surrogate carrier, a 
specified message to a specified port. All four operands are used. 
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UNLOCK OBJECT 
Operator ID: 20 

Hex Byte 

Contents Function Request Facility Offset 



resuxcs u unrougn ^ 


reserveQ 








lEH 








oiDpran^ 4 


fpeprtred 


lAH 


operand 3 


reserved 


18H 


operand 2 


reserved 


16H 


operand 1 


DISPLACEMENT 


14H 


operand 0 


ACCESS SELEiCIDR 


12H 


IP functicai code 


OllH (UNLOCK CBJBCT) 


lOH 


function state 


reserved 


OEH 


process selection index 


PROCESS INDEX 


OCH 



UNLOCK 0B»3BCT allows an operation to unlock an object lock located 
within a data seginent. The first operand contains the access 
selector for a data segment access descriptor. The second operand 
contains the displacement within that data segment of the desired 
object lock. 
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APPEMDIX C 
FAULT SIMWARY 



mULT REPORTING 

Both logical and lAysical node faults are reported in fault 
information areas as described belcw. The fault information area 
for context r process, and processor level faults has the same 
organization. Process objecte contain fault informatioi for context 
and process level faults which occur in logical Tiode. Processor 
objects contain fault information for processor level faults which 
occur in logical mode. The process level fault information area in 
the process object is used when a process level fault occurs and a 
process is bound to the processor. The processor level fault 
information area in the processor object is used, when a process 
level fault occurs and a process is not bound to the processor. 
Physical mode faults, which are all treated as context level faults, 
are reported in the processor fault information area. 



C-2. EftULT INFORMATiaT AREAS 

The fault information area is a 13 double-byte record organized as 
foU-ows. 
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fault 

informaticxi 
area 



execution state 



operator id 



system timer 



Dsor status 



cxt/prcs status 



PS status 



fault code 



fault AS/disp 



reserved 



dir index 



obj index 



teniDB 



terapA 



double bvte 
displacement 

n+12 



n 



The tenpA and teirpB fields contain the values of the corresponding 
on-chip registers at the time of the fault. (Whether the fault is 
associated with object qualification or object table qualificationr 
the directory index and object index still specifv the object, and 
the interpretation of the fault aucess selector /displacement field 
will vary depending <xi the fault r as discussed belcw under Systen 
Type Or Object Table Entrv (DTE) Type Faults •) 

The fault code, together with the operator id indicates the nature 
of the fault. The fault code field has the following format: 

xRRxxxxx xxxxxxxx 

RR TyPE Faults 



10 MA Memory Access Faults 

11 TS Test System Tyoe or Object Table Entry Type Faults 
Ox FF All other faults 
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EMJLT SII#RRy 



The Peripheral. Subsystem status ^ context/process status, processor 
status, and system timer fields contain the values of the the 
corresponding on-chip registers at the time of the fault. The 
operator ID, which differs from the oocode field in an instruction, 
specifies the operator that causes the fault. If a fault occurs 
during instruction decoding, the operator ID is zero. The operator 
ID value of eadn operator is the same as the index found in i?Vppendix 
B (Tables B-1, B-2i and B-3) . 

The execution state indicates the phase of execution vA\en the fault 
occured. It is used to identify fault handling strategies in the 
more complex operators. A value of zero indicates the instruction 
can be re-executed with no rewind necessary. A non-zero execution 
state occurs with oort and IPC operations only. The semantics of 
each execution state in the port operators is described in the 432 
QDP Architecture Reference Manual. The organization of the 
execution state field is shown belcw. 



8 bits 


8 bits 











execution state 
reserved 



Memory Access Faults 

The fault code format for the ZZ field specifies the type of memory 
access attenpted. The encoding of the ZZ field is specified below. 

ZZ Access Type 

xlOTTTTT OxMWBBBB Access Memory 
xlOTmr lOMWBBBB Access Interconnect 
xlOTTPIT IIMWBBBB Access Access Segment 

The TTTrr field specifies the type of memory access fault. The 
encoding of the TTTTT field is specified below. Note that 
combinations of these encodings can occur. 



xxxxl 


AR 


Access Rights Fault 


xxxlx 


SB 


Segment Bounds Fault 


xxlxx 


MD 


Memory Overflow Fault 






(physical address >= 2**24) 


xlxxx 


BE 


Bus Error Fault 


Ixxxx 


WR 


Test Write Rights Fault 



The M field specifies whether the fault was on a read-modify-write 
access. A value of zero indicates a normal access. A value of one 
indicates a read-mod ify-write access. 
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The W field specifies whether the fault was on a read or write 
access, A value of zero indicates a read access. A value of one 
indicates a write access. 

The faulted displacement is recorded in the fault displacement (in 
access memory, or interconnect), and in the object index field of 
the fault access selector (in access access segment). 

The BBBB field, which designates which segment was being accessed 
when the fault occurred, is defined as follows: 

BBBB Segment Name 



0000 Context AS 

0001 Entry AS 1 

0010 Entry AS 2 

0011 Entry AS 3 

0100 Object Table Directory 

0101 Object Table 

0110 Processor AS 

0111 Processor DS 

1000 Context DS 

1001 Process AS 

1010 Process DS 

1011 WorkA 

1100 WorkB 

1101 WorkC 

1110 WorkD 

1111 Mapping Facility 



System Type Or Object Table Entry (GTE) Type Faults 

The fault code format for system type or object table entry type 
faults is as follows: 

Dllxxxxx QPPKKKKK 

The D field indicates whether the fault resulted from testing the 
system type or the object table entry type. The D field is defined 
as follows: 

0 - System type test 

1 - GTE type test 

The Q field indicates whether the fault is associated with object 
table qualification. It thus determines the meaning of the Fault 
Access Selector/Displacement field in the fault data area as follows: 

0 - The fault did not occur during object table 

qualification and the Fault Access 

Selector /Displacement field contains the object 
indices in the associated descriptor. 

1 - The fault occurred during object table qualification 

and the Fault Access Selector /Displacement field 
contains the directory index. 
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FAULT SUMMARY 



The D field determines two alternate interpretations of the KKKKK 
field as follows: 

D=0 (fault because of system type test) and the KKKKK field 

encodes the expected value of the System Type field in the 
faulted object table entry: 



KKKKK 




00000 


Generic Access or Data Segment 


00010 


Domain Access Segment or Object Table Data Segment 


00011 


Instruction Data Segment 


00100 


Context Access or Data Segment 


00101 


Process Access or Data Segment 


00110 


Processor Access or Data Segment 


00111 


Port Access or Data Segment 


01000 


Carrier Access or Data Segment 


01001 


SRO Access or Data Segment 


01010 


TDO Access Segment or PCO Data Segment 


01011 


Type Control Data Segment 


01100 


Refinement Control Data Segment 



D=1 (fault because of object table entry type test) and the 

KKKKK field encodes the expected values of the 
least-significant 5 bits of the object table entry. Their 
meaning is thus determined by the expected Entry type of 
the object table entry. Letting KKKKK be subdivided into 
ABVEE, these subfields are then interpreted as follows: 

A: Allocated 

0 - No 

1 - Yes 

B: Base Type 

0 - Data 

1 - Access 

V: Access Descriptor Validity 

0 - Not Valid 

1 - Valid 

EE: Entry Type 

-00 - Free Entry or Header Entry 
01 - Type Descriptor 

10 - Refinement Descriptor 

1 1 - Storage Descriptor 

The PP field encodes the processor class for System Type test faults 
as follows: 

00 - All 

01 - GDP 
10 - IP 
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All Other Faults 

The fault code format for all other faults is as follows: 
xOxxxxxx xxTTEEEE 

The TT and EEEE fields specify the fault level and the fault type. 
The TT bits are interpreted as follows: 

TT Fault Level 



00 Context Level Faults 

01 Process Level Faults (group 1) 

10 Process Level Faults (group 2) 

11 Processor Level Faults 

Hiere are 16 fault types within each of the 4 fault level groups. 
The ENCODING column of the tables in the following sections (C-3, 
C-4) contains the TT and EEEE fields if the type is FF (all other 
faults) . 



C-3. OBJECT LEVEL OPERATOR FAULTS 

Faults Corrmon To All Operators Or Sub-operations 

The following faults can occur any\»^ere during the execution of an 
operator or sub-operation (which includes instruction decoding r 
process dispatching, binding etc.). Tliese faults are not explicitly 
referenced in the later sections. 



FAULT GR3UPS 


TYPE 


BNOQDING 


Memory Reference Faults =^ 
Access Rights Fault 
Segment Bound Fault 
Memory Overflow Fault 
Bus Error Fault 
Test Write' Rights Fault 


AR 
SB 
MO 
BE 
WR 




Invalid Opcode Fault 


FF 


00 1100 


Processor Stopped Fault 


FF 


11 1101 


Object Table Cache Qualificatioi Faults 
Object Table Entry Type Fault 
Object System Type Fault 


TS 
TS 


10010111 
10000010 


(Access) Segment Altered Faults 
=^Object Qualification Faults 
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EMJLT SUMMARY 



Sub-operations Faults 



FAULT GROUPS 


TYPE 


ENCXDDING 


Store Access Descriptor Faults =► 
Level Fault 

Destination Delete Rights Fault 


FF 
FF 


01 0100 
01 0011 


Cfeject QualificaticHi Faults 

Access Descriptor Validity Fault 
Object Table Entry Type Fault 

Memory Overflew Fault 

"Dao/^ A'ii7v-i4-A O-i/^Vk-^f* 'C*<!kii'1-^ 

iNeau/wriue Kicjncs rauiti 


FF 
TS 
TS 
FP 
FF 


01 0000 
00010111 
00011111 
01 1011 

m m 1 n 
U.L UXIU 


Port Operation Faults =^ 

=^Object Qualification Faults (Carrier AS) 
=^Object Qualification Faults (Carrier DS) 
=^^UD^ect Quaiitication rauLts (Fort Ab) 
=^Object Qualification Faults (Port DS) 
Serd Ri.qhts Fault 


TS 
TS 

lb 
TS 

FF 


00001000 
00001000 

UUUuUlil 

00000111 
01 1110 


Carrier Lock Fault 
Wakeip IPC Fault 
jrom j-cxjk r au.ix 
Carrier Queued Fault 


rr 
FF 

FF 


11 0100 

UX .JLUXU 

11 Olio 


Context Qualification Faults =^ 

=^Object Qualification Faults (Context AS) 
=^Object Qualification Faults (Context DS) 

W . rry^J-^^^j tv ^ r« i_ rs. T J JlZ j-* 1 j- — 

^ iJiii-cjLcr^wi rsLA^coo ocyiiRTiii- vudxxj- JLu;ciuj-Wii irciuxuo 


TS 
TS 


00000100 
00000100 






Process Binding and Qualification Faults =► 
=^Object Qualification Faults (Process AS) 
=^Object Qualificatioi Faults (Process DS) 
Process Level Objects Lock Fault 
Process Not Ready Fault 
=^Context Qualification Faults 


TS 
TS 
FF 
FF 


00000101 
00000101 
11 0010 
11 0110 


Processor Binding and Qualif icatioi Faults =► 
=^Object Qualification Faults (Processor AD) 
=^Object Qualification Faults (Processor DS) 
Control Window Mask/Base Incanpatability Fault 
Processor Object Lock Fault 
Cannot Lock Processor Carrier Fault 


TS 
TS 
FF 

FF 


00000101 
00000101 
11 1000 
Fatal 
11 0000 
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Operator Faults 



QPEPATOR 


TYPE 


ENOODING 


Alter Map and Select Data Segment 
Interconnect Descriptor Fault 

Transfer Direction Fault 
Length Validity Fault 

Wi rv^riA? ?>i iHt anrf<5* rhr^ar" 1 ari P^ii lit" 

Incomplete Block Transfer Fault 
Operand Validity Fault 

•L v^i. ^crvA iciu.J-v/11 xrciuXL' 


FF 

rr 
FF 
FF 
FF 
FF 
FF 


00 0100 
on m m 

00 Olio 
00 0111 
00 1000 
00 1001 
00 1010 
00 1011 

\J\J J^\J J-JL 


Copy Access Descriptor 

=^Store Access Descriptor Faults 






Null Access Descriptor 
Destination Delete Rights Fault 


FF 


01 0011 


Amnl \f\r RiahtS 

Type CJontrol Object Rights Fault 

^•►Object Qualificatiai Faults (Descriptor Ctl Obj) 

Source Obiect Validity Fault 

Type Fault 

Race Condition Fault (the access descriotor was 
changed before the aitplified value is stored back) 


FF 
TS 
FF 
FF 
FF 


01 0110 
00001011 
01 0101 
01 1000 
01 1000 


Restrict Rights 

rjo OVnl "i 1^ "I t" f ai 1 1 4" QAQ 






Retrieve Public Type Representation 






Source Object Validity Fault 
Object Table Entry Type Fault 
Store Access Descriptor Faults 


FF 
IS 


01 0101 
00010111 


Retrieve Type Representatioi 

Tvnp nP"Fi ni 1" "ion V?i1ir^i4"\7 F;^n^^- 

Source Object Validity Fault 
Object Table Entry Type Fault 
Type Definition System Rights Fault 
Private Type Retrieve Rights Fault 
Type Fault 

=► Store Access Descriptor Faults 


J. j_ 
EP 
TS 
FF 
FF 
FF 


01 ono 

01 0101 
00010111 
01 0110 
01 0111 
01 1000 


Retrieve Type Definiticai 

Source Object Validity Fault 
Object Table Entry Type Fault 
=^Store Access Descriptor Faults 


FF 
TS 


01 0101 
00010111 
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EADLT SUMMARy 



Inspect Access Descriptor 
no e55>licit fault cases 

Inspect Object 
Access Path Object Descriptor Type Faults 

lock Object 

=^Object C>jalification Faults (Data Segment) 
Source Object Access Rights Fault 

Unlock Object 

=^Object Qualification Faults (Data Segment) 
Source Object Access Rights Fault 
Object Lock ID or Type Fault 

Irdivisiblv Add Short Ordinal 
Indivisibly Insert Short Ordinal 
no explicit fault cases 



EP 



EP 



EP 
EF 



01 0101 



01 0110 



01 0110 
01 1001 



Enter Access Segment 

Enter Global Access Segment 

Entry Index Range Fault EF 01 0101 

Access Segment Read Rights Fault EE 01 0110 

=^Object Qualification Faults (Access Segment) 

Set PS Mode 

Set PS Rights Fault EP 00 1101 

Illegal Combinations Fault EP 00 1100 

Send 

Receive 

Conditional Send 
Conditional Receive 

Port Type Rights Fault EP I 01 0110 

=^Port Operation Faults 

Surrogate Send 
Surrogate Receive 

Surrogate Carrier Validity and System Rights Fault PF 01 0101 
Port Type Rights Fault I EF 01 0110 

=^Port Operation Faults 

Send to Processor 

Broadcast to Processors 

Processor System Rights Fault EF 01 0110 

=>-Object Qualification Faults (Processor AS) TS 00000110 

=^Object Qualification Faults (Commo Segment) TS 00001010 

Communication Segment Lock Fault I EF 01 1001 
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Read Processor Status 






no explicit fault cases 






Dispatch 






Processor Carrier Already Enqueued Fault 


FF 


00 1110 


Dispatch Rights Fault 


FF 


00 1101 


^►Port Operation Faults 







C-4. ICN-INSmiCTION IMIEEFACE FAULTS 



OPEIRATOR 


TYPE 


ENCODING 


Initializaticxi =^ 








=>^Cfeject Qualification Faults 


(Processor AS) 


TS 


00000110 


=^<5bject Qualification Faults 








(object table directory) 




TS 


00000010 


^►Object Qualification Faults 


(Processor DS) 


TS 


00000110 


Processor Object Lock Fault 




FF 


11 0001 


=^IPC Faults 








Base/Mask Ircotrpatibalitv Fault 


FF 


11 1000 


IPC Faults 








=^Object Qualification Faults 


(CanrtiD Segment) 


TS 


00001010 


Coftinunication Segment Lock Fault 


FF 


11 0011 


Respcnse Count Fault 




FF 


11 0010 


Process Binding 








^►Object Qualification Faults 


(Carrier AS) 


TS 


00001000 


=#^Object Qualification Faults 


(Carrier DS) 


TS 


00001000 


Process Object lock Fault 




FF 


11 0001 


=^Process Qualification Faults 






=)^Port Ooeration Faults 








Process Selection 








=#^Ctoject Qualification Faults 


(Carrier AS) 


TS 


00001000 


=^Qbject Qualificaticn Faults 


(Carrier DS) 


TS 


00001000 


=^Port Operation Faults 
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APPENDIX D 
INTERRUPT HANDLING 



Whenever the Interface Processor detects an event that may require 
attention from the IP controller, it records the nature of the event 
in the current IP processor data segment and emits a pulse on its 
interrupt line. There are several different types of events v^ich 
may be sources of interrupts, and their occurrence and timing is not 
necessarily predictable. In this sense IP interrupts are similar to 
several I/O devices that are wire-OR3 to a canmon interrupt line. 

Thus, the IP controller must respond to an interrupt by "polling" 
the possible interrupt sources to determine which event has actually 
occurred. It may do this by examining fields of the IP processor 
data segment through the control windov (window 4) , The IP 
controller (and related hardware, such as latches and Intel 8259A 
interrupt controllers) must also accommodate the possibility that 
the IP may detect a second event at any time, including while the IP 
controller is handling a previous interrupt. The IP responds to all 
such events identically r noting the event in the IP processor data 
segment and emitting an interrupt pulse. Again, this is analagous 
to tying multiple independent I/O devices to one interrupt line. 

The principal requirement of IP interrupt hand-ling hardware and 
software, then, is to field interrupt requests that may be 
closely—spaceu , arid to Lesporid iriuxviuually to the different types 
of events that an interrupt may signal. 

Figure D-1 shows one approach to the overall design of an IP 
interrupt handler. This strategy assumes that hardware latches the 
IP's interrupt request pulse. As soon as it is invoked, the 
interrupt handler masks further IP interrupt requests and resets the 
hardware latch. This insures that a second request is unlikely to 
be missed, and prevents the interrupt handler from being reentered. 
Then the environment of the interrupted routine is saved and 
higher-priority interrupts are enabled, so that the interrupt 
handler itself can be interrupted if necessary. 
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^ Enter ^ 







Mask IP 
interrupt 






Reset 


latch 



Save 
interrupted 
environment 



Enable 
higher- 
priority 
interrupts 



Next \ "on" 
indicator 




Respond to 
event 



Reset 
event 
indicator 



Restore 
interrupted 
enviroxiinent 



Unmask 
IP 

interrupt 



^^Retum ^ 



Figure Eh-1 Interrupt Handler 
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INTERRDPT HANDLING 



The central logic of this approach assumes that there is a "list" of 
possible interrupt sources to be scanned, and that passing through 
this list may uncover one (the usual case), multiple, or zero events 
that require responses. To illustrate the second two cases, assume 
that the possible events are labelled A through K, and that the 
interrupt handler tests for A, then B, and so on. Assume also that 
event B occurs followed quickly by event J. The interrupt handler 
is invoked for event B, shortly thereafter the IP updates J's 
indicator and emits a second interrupt pulse, which is latched. The 
handler scans its list of event indicators, finds that both B and J 
have occurred and responds to them both. Reaching the end of the 
list, the interrupt handler enables the IP interrupt and returns. 
Immediately, J's latched interrupt request is recognized and the 
handler is invoked again. This time, however, it will find no 
events indicated in the IP processor data segment, since it 
respcxided to both B and J in the previous invocation. It will 
sinply clear the interrupt latch, pass through the list, unmask the 
IP interrupt, and return, effectively making a null response. 

Table D-1 lists the IP processor data segment subfields that the IP 
interrupt handler must examine to determine the source of an 
interrupt. Note that as soon as the handler recognizes that an 
event indicator is "on", it should turn it "off" by indivisibly 
zeroing the field using the INDIVISIBIE INSERT SHORT ORDINAL 
function. Ihis is necessary to prevent the interrupt handler from 
being misled in its next invocation. 
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Table D-1 Interrupt Sources 


Processor Data 
Seginent Subf ield 


Value 


Event 


Functioi state field 








OOOOg 


Function completion state subf ield 

Function oOTpleted normally 
(this interrupt may be masked) 




Olg 


Fault level subf ield 
Context-level fault 
Process-level fault 
Processor-level fault 


Entry state field (One per map entry) 

Transfer state subf ield 
Olg Transfer terminated by byte oaint(l) 
lOg Transfer termination forced (Ir 3) 
11b Transfer terminated by fault (2) 


Local IPC response 


1b 


IP has responded to local IPC 


Global IPC response 


1b 


IP has responded to global IPC 


Alarm respcxise 


1b 


IP has responded to a alarm request 


Reconfiguration 
response 


1b 


IP has responded to a reconfiguration 
request 


Dispatching response 


1b 


IP has received a "select process" IPC 


Notes: 






(1) i^lies to window 0, buffered mode only. 

(2) Separate irdications are provided for each transfer window. 

(3) Only done via the ALTER MAP AND SELECT DATA SEGMENT function. 
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APPENDIX E 
SYSTEM INITIALIZATION 



System initializaticn may be considered as a sequence of activities 
that brings a 432-based Systen from an arbitrary state to a known 
state where execution can begin. Although the initialization 
sequence will vary widely among applications , this appendix outlines 
the basic procedure. The first section describes how the system may 
be reset to a known state. The second section shows how an 
Interface Processor running in physical reference mode may be used 
to initialize meirory and interconnect oomponents thereby 
establishing an environment in which execution can take place^ The 
final section discusses systan startup, the procedure for ccamencing 
executiai. 



E-1. SYSTEM RESET 

Most systems include a reset switch that is used to initialize the 
system after pcwer-up and to restart the running systen if 
necessary. In a 432 system, the INIT pins of all IPs (see iAPX 
43203 VI5I Interface Processor Data Sheet , Order No. 171874, for 
details) and GDPs, and the RESET (or- equivalent) pins of all 
Peripheral Subsystem conponents must be activated when a full system 
reset is performed. Hcwever, system designers may also decide to 
provide the option to selectively initialize elements of a 432 
system. 

Although this is subject to variation, a typical Attached Processor 
responds to a reset pulse by aborting any current operation, 
disabling interrupts and then vectoring execution to the code 
located at seme predefined address (typically in non-volatile 
mettory) . The code will normally initialize I/O devices and enable 
interrupts, at which point normal execution begins. The 432 makes 
no special demands of the PerijAieral Subsystem except that it should 
be prepared to handle an interrupt request f ran the IP shortly after 
system reset. 
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An Interface Processor responds to an INIT pulse by aborting any 
current operation, entering physical reference mode, caifiguring its 
windows as shown in table E-1, clearing broadcast acceptance mode, 
and then issuing an interri^Jt request to its Attached Processor. 
The interrupt request signals the IP controller that the Interface 
Processor has initialized itself and will accept subrange address 
references, including physical reference mode function requests 
written through window 4. Any atteirpt by the IP controller (or any 
active agent in the Peripheral Subsystem) to reference a subrange 
prior to receiving the IP's interrupt request produces an undefined 
result. An IP switches from jAiysical to logical reference mode upon 
receipt of the startup IPC as defined below. 

A General Data Processor responds to an INIT pulse by aborting any 
current activity and then waiting in a quiescent state for the 
startup IPC . The startup IPC is defined as the first local IPC 
received following an INIT pulse; a GDP will ignore any intervening 
global IPC. 

To surtmarize, shortly after system reset. Attached Processors (and 
Peripheral Subsystems) will be able to run as desired, IPs will be 
able to run in physical reference mode, and GDPs will be waiting for 
a signal to begin execution. 



E-2. ESTABLISHING AN EXEXXfTIOSl E3WRI0NMENr 

Prior to starting any GDP (or switching any IP to logical reference 
mode) an environment in which the processor can execute must be 
created in 432 memory. This environment consists of a set of 
interrelated system objects; a minimal environment, sufficient to 
start one process running cxi a GDP, could be characterized as 
follows: 

• the initial object table directory (loaded 

at physical address 8) ; 

• an object table; 

• a processor object; 

• a dispatching port; 

• a process object (queued at the dispatching port) . 
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SYSTEM miTIALIZOTION 



(n) 



(1) 



(0) 



Storage Descriptor 



Storage Descriptor 



Object Table Header 



Processor 
Object 



(Processor Number n) 



Processor 
Object 



(Processor Niimber 



Object Table 



(1) 



storage Descriptor 



Object Table Header 



^ Physical Address 8 



Initial Object Table Directory 



Figure E-1 Processor Object Location 
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Note that the term "processor object" above is meant to include 
coirmunicaticxi segments, and a processor carrier, in addition to 
processor access and data segments. Likewise, "process object" 
includes a domain, instruction segments, context objects, etc. This 
environment may be extended to include more processors, processes, 
ports and so on, as is appropriate for a given application. 

Uie initial execution environment may not pre-exist in 432 
non--volatile memory, since the processors routinely update the 
objects during execution. Therefore, the initial environment must 
be loaded from a Peripheral Subsystem (where it may, in fact, reside 
in non-volatile storage) . One Peripheral Subsystem will typically 
be designated to load the initial environment in physical reference 
mode; in this discuss icxi this Peripheral Subsyston is referred to as 
the initializing AP . 

At no time during system initialization should nore than one 
Peripheral Subsyston be updating 432 system menory. In most 
applicaticMis, the remaining Perijiieral Subsystems will refrain from 
accessing the 432 systen until their IPs have switched to logical 
reference mode. It is possible, however, for a second Perijiieral 
Subsystem to read 432 system memory while still in physical 
refer erKie mcxJe; some applications may wish to designate a second 
Peripheral Subsysten to monitor the activity of the initializing AP 
in this way. 

Some systems will need to perform a number of preliminary activities 
before the initial environment can be loaded. These activities, 
}Aiidci will be (tefined by each application, may include: 
m ascertaining the system configuration 
(i.e., the number and type of processors 
present, and the amount of memory 
available) ; 

• verifying that syston ooirponents 
are operational; 

m initializirKf registers located in the 
interconnect space (e.g., address range 
or error count registers in memory 
controllers) ; 

• initializing error checking and correcting 
(ECT) memory. 

Windows 0 and 1 may be useful in connection with these preliminary 
activities. Window 1 could be used to read systen configuration 
information erKX>ded in predefined registers of the interconnect 
address space, for exanple. Windcw 1 may also be used to initialize 
registers in memory controllers, provided these registers are 
located in the first 32K bytes of the interconnect address space. 
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Before any functicxi request is made by the IP^ enough 432 memory 
must be initialized to allcw IP execution. This is necessary 
because the IP will attempt to update the segment mapped by window 4 
in respcxise to the function request. Once this path to memory has 
been established, window 1 can be opened onto another 32K byte 
segment by the ALTER MAP AND SELECT PHYSICAL SEQMEOT function if 
additional interconnect corponents need to be referenced; this 
should normally be necessary only in very large systems. 

If a system enploys error checking and correcting memory (BCC) that 
does not initialize itself, the initializing AP can initialize it if 
the memory is organized in units eight or fewer bytes wide. Window 
0 comes up in block mode set for a 64K byte transfer starting at 
physical address 0. Any data written through this window (e.g. all 
zero bits) is written by the IP in eight-byte blocks. The window 
can be moved through the entire memory space in 64K byte segments. 

Once the system configuration has been established, the interconnect 
path set up and memory initialized , the initializing AP can load the 
initial execution environment. The simplest and fastest way to do 
this is to write all the required binary images through window 0. 
An alternative is to load the minimal object set required to support 
one IP in logical reference mode, and possibly one GDP. The rest of 
the environment (other processes, etc.) can then be loaded in 
logical reference mode by the initializing AP working alone, or 
under the direction of a GDP process. This approach has the 
advantage of getting the system into logical reference mode as soon 
as possible, where operations are inherently more protected than in 
physical reference mode. 



SYSTEM STARTUP 

Each processor in the system must be started independently by 
sending it a startup IPC (the first local IPC after INIT) . At least 
one 432 processor, perhaps it« own IP, must be started by the 
initializing AP using the SEND TO PROCESSOR function (physical 
mode) . The remaining processors must be started one at a time, and 
this can be done by the initializing AP, or by a processor already 
started by it. Note that the initializing AP (as well as all IPs) 
remains in physical reference mode until it receives a startup IPC. 

GDPs and IPs respond to the startup IPC identically except that the 
IP additionally switches to logical reference mode. The basic 
response is to first qualify its execution environment and then to 
interpret the IPC and respond to it normally. The processor 
qualifies its execution environment by first reading a unique 
processor ID contained in the low order byte of interconnect 
register 0. 
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Having established its identity^ the processor proceeds to locate 
its processor object. It does this by assuming that the initial 
object table directory is located at jiiysical niemory address 8 (see 
figure E-1) . A segment header field of eight bytes precedes the 
initial object table directory. It further assumes that the first 
storage descriptor in the directory locates an object table 
containing storage descriptors for processor objects. Using its 
processor ID as an index, the processor selects the storage 
descriptor from the object table v*iich locates its processor 
object. After qualifying its processor object, the IP is able to 
find its local ooitinuncation segment, where it examines the IPC 
message field. New in logical reference mode, the IP can respond to 
the IPC message and perform all normal operations. 

As usual, an IP will generate an interrupt after it responds to the 
IPC message. This second interrupt following reset indicates to the 
IP controller software that the IP is in logical reference mode and 
that normal execution may begin. Note that window 4 will then be 
configured as defined by the attributes encoded in the IP's 
processor object. Since window 4 provides the data path to the 
functicn request facility, the other windows may be configured 
immediately means of the ALTER MAP AND SEIiBCr EftTA SEOIENT 
functicai. 
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INITIALIZATION 



Table B-1 


Winc3ow Configuration Following INIT 


Attribute 


Window 0 


Window 1 


Window 4 


Window Status 


Open 


Open 


Open 


Transfer Mode 


Block 


Interconnect 


Random 


Subrange Base Address OTEOOg 


OSOOOh 


07F00H 


Subrange Size 


OOlOOg 


OSOOOh 


OOIOOh 


Segment Base 


0 


0 


0 


Segment Length 


65,535 


65,535 


65,535 


Direction 


Write 


Read/Write 


Read/Write 


Transfer State 


In Progress 


In Progress 


In Progress 


Overlay 


Yes 


Yes 


Yes 
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APPENDIX F 

INTERPRDCESS CCMCNICATION AND DISPATCHING 

EXAMPLE 



In Chapter 1, a printer exanple was used to demonstrate the flew of 
data between 432 processes and AP tasks. In this appendix^ the 
printer example is again discussed. However, this time the view 
taken is that of a programmer writing an Attached Processor task to 
direct an IP to acconplish printer output. The program contained in 
this appendix is written in a PL/^86-like dialect typical of the 
development environment which will be at the di^XDsal of the AP 
program developer. This program is included to clarify an earlier 
exairple and is not suggested as a scheme for actual iitplementation. 

The program example which follows assumes that a set of 432 system 
objects preexists in 432 memory. These objects are illustrated in 
Figure F-1. This system contains: 

m IP processor object; 

• a print request port to \idiich a 432 process (GDP or IP) can send 
print requests; 

• a print reply port to which an IP process can return the status 
of the print action; 

• an IP dispatching port where IP processes await service. 

• several IP processes are shewn , though only one is required for 



• one print object, a simple data segment, which carries printer 
data and is reused when returning printer status. 

There are four main sections to this program: 

• Variable declarations; 

• Utility procedures; 

• Initialization; 

• Print driver body. 

In the variable declarations section, notice that the control 
windcw, window 4, is declared as a structure whose canponents are 
defined from the definition in Appendix A. This program assumes 
that windcw 4, the control window, is opened onto the function 
request facility in the IP's processor object. It also assumes that 
all initializaticxi has been performed and that the IP is operating 
in logical reference mode. 
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Figure F-1 Print Exaitple C3bjects 



INTERPHDCESS OOMyJUNICATION AND DISPATCHING EXAMPLE 



Procec3ures in the utilities section demonstrate how a prograirmer can 
construct facilities to invoke IP functions. Recall from the 
function surtmary in Appendix B that an AP requests an IP functicxi by 
writing a process selection index, all required operands, and 
finally depositing a functiai code into the apprc^riate slots in the 
functicn request facility (frf ) . The IP begins execution of the 
function cnly after the function code has been written. This is 
demonstrated by the procedures Open_window and Close_window. 

The initializaticxi section of the program points out some 
siirplifying assunptions v*iich are made for the purpose of this 
example. First, interrupts are disabled. This converts the three 
tasks of the printer exanple (printer server task, printer task, and 
printer reply task) of Chapter 1 into sequential tasks rather than 
concurrent tasks. It also makes it easier to demonstrate changes in 
the state of the systan ard illustrate tl^m with the accompanying 
figures. Second, the call on the Dispatch procedure assumes that 
only one IP process exists in the 432 system. The IP supports 
multiple process environments but oily aie is required in this 
exanple. 

IHne print driver body contains an aggregation of code which 
accomplishes the three tasks of the Chapter 1 example. Notice that 
the three tasks are performed sequentially. 

Imbedded in the program text are references to Figures 2 through 6 
which depict the state of the 432 system objects and the logical I/O 
processor (the IP/AP pair) • 
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Printer_task: 
Procedure ; 



/* */ 
/* Data Structures and Constants */ 

/* */ 



/* Declare the 256 byte structure for the Control Window and map it beginning at */ 
/* an offset of 07F00H into the 64K byte segment whidi is reserved for the IP. */ 

/* For the purposes of this example, the base of the TP's reserved area is at location*/ 
/* 080000H of the Attached Processor memory space. */ 

Declare IP_base literaUy '080000H'; 
Declare Windcw_4 structure ( 

ps_state word, 

ipc_state word, 

alarm_state word , 

d isp_state word , 

reserved_l word, 

frfjDrcs_idx word, 

frf_functionjstate word, 

frfjDoerator word, 

frfjDperand (7) word, 

frf__result (10) word, 

ipc_fun_req word, 

r ese r ved_2 word , 

mf_blockjC30unt word, 

mf_432_disp word, 

mf _j>sj3 isp word , 

reserved_3 word, 

Tnf_window_info (5) structure ( 

entry_state word, 

mask word, 

base__disp word) , 

mf^fault^information (14) byte, 

selected_idx word, 

selected__state word, 

psor_fault_infonnation (13) byte, 

reserved_4 (2) word) at 



(IP base + 07F00H) : 



Declare subrange (1024) byte at (IPJ>ase + 4096) ? 

/* byte array oomorising windowed subrange */ 
word; /* offset into subrange */ 



Declare offset 

Declare true 
Declare false 



literally 'OOOIH* 
literally 'OOOOH* 



/* Logical value true 
/* Logical value false 



*/ 
*/ 
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INTEOTKXESS OC»MJNICftTICN AND DISPATCHING EXflMET^ 



/* Seven access selectors are required. One for the message slot in the Context */ 

/* Access Segment, since this is where the hardware will put the Acx^ess */ 

/* Descriptor (AD) for the Print Request Message following the Receive instruction. */ 

/* */ 

/* One for the Print Request Port and one for the Print Reply Port. We assume */ 

/* that at systQB initialization ADs for these ports were stored in slots nine */ 

/* and ten of the Context Access Segment in Process Object 1. */ 

/* */ 

/* One for the IP Dispatching Port, one for the IP Processor Carrier data segment, */ 

/* one for the IF Processor Carrier access segment, and for a null access descr inter. */ 

/* 'Hhese are required so that blocking Receives and blocking sends can be handled. */ 

/* We assume ADs for these objects are stored in slots eleven, twelve, and thirteen, */ 

/* respectively of the Context Access Segment in Process Ctoject 1 at initialization. */ 

Declare niessage_acc_sel literally 'OOllOOB' 

Declare request_portjaocj5el literally 'lOOlOOB' 

Declare replyjDort_aoc__sel literally 'lOlOOOB' 

Declare di^atching_port_acx;_sel literally 'lOllOOB' 

Declare t>sor_carrier_as_jaoc_sel literally 'llOOOOB' 

Declare psorj3arrierj3s_acc_sel literally 'IIOIOOB' 

Declare null_destination_acc_sel literally 'lllOOOB' 

/* The process selection index for process number 1. Note that this number is a byte */ 
/* index into the process selection list in the IP processor access segment. */ 

Declare processJL literally 'OOOOOOOOOOOOOIOOB^ 



/* */ 

/* Utility Procedures */ 

/* */ 



Awa it__f unc tionjoonipletion : 
Procedure; 

/* 'Riis procedure busy waits for the previous function request to complete. It */ 
/* Spins waiting for the function completion field of the function state to */ 
/* equal zero. */ 

Do While (Windov_4.frf_function__state and OOOBH) <> 0; End; 
End 

Await_funct ionj3omplet ion ; 



Change 1 
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Dispatch: 
Procedure; 

/* This procedure hanqs the IP's processor carrier on the IP's dispatching */ 

/* port. Ihis allows blocking sends and receives to be handled. */ 
/* Hiis exaiTple assumes that the IP processor carrier blocks at the dispacthing */ 

/* port. No "select process" IPC is received if the Surrogate Receive does not */ 

/* block. */ 



Windcw_4.disp_state = false; 

/* Unlock the IP's processor carrier. 

Windcw_4.frf_j)rcs. idx = process_l; /* Use process object 1. 

Windcw_4.frfj3perand(0) = psorj:;arrierj3s__acc__sel; /* Data segment 

Windcw_4.frf_operator = OllH; /* Unlock function code. 

Call Await_functionj30iipletion; 

/* Hang processor carrier on the dispatching port. 
Windcw_4.frf__prcs_idx = process_l; 
Window 4.frfj3perand(0) = dispatching_pDrt_acc_sel; 

= nullj3estination__acc__sel; 
= psorj:arrier_as_accj5el; 
017H; 



Window 
Window 
Window 



frfjDperand(2) 
frfjDperand(3) 
frf operator = 



Call Aiwa it^functionjDOtplet ion; 
End 
Dispatch; 



V 
V 
V 
*/ 







V 


/* 


Use process object 1. 


*/ 


/* 


port 


*/ 


/* 


destination 


*/ 


/* 


carrier 


V 


/* 


Surrogate receive 


*/ 


/* 


function code. 


V 



Openjwindow: 
Procedure; 



/* 



•rocedure; 

Op&n a window to the message, Figure F-5 */ 



Window_4. 
Windowji. 
Window__4, 
Window_4. 
Windcw__4, 
Window__4, 
Window_4, 
Window 4, 



frf_prcs_idx 
f rf ^operand (0) 
frfjDperand(l) 
frf_operand(2) 
frfjDperand(3) 
frfj3perand(4) 
frf_operand(5) 
frf operator 



= process 1; 


/* 


process object index 


*/ 


= 3; 


/* 


windcw index 


*/ 


= OOOOIOIB; 


/* 


entry state 


*/ 


= 4096; 


/* 


base address 


V 


= llllUOOOOOOOOOOB; 




mask 


V 


~ message acc sel; 


/* 


data segnaent 


V 


= 0; 


/* 


base displacement 


V 


= OOOH; 


/* 


Alter Map and Select Data 


V 



Call Await_function_oorapletion; 
End 
Openjwindow; 



/* Segment function code 



*/ 
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INTERPHDCESS CXMflJNICATICN AND DISPATCHING EXAMPLE 



Get_pr intjnessage : 
Procedure; 

/* Attenpt to Receive a message from the Print Request Port, Figure F-2 */ 

Windcw__4.frf_prcs_i<3x = process_l; /* Use process object 1. */ 

Window_4.frf_operand(0) = requestjXDrt_acc_sel; /* port */ 
Window__4.frfjDperator = 014H; /* Receive function code. */ 

Call Await_function__ocsnpletion; 

If (Window_4.frf_function_state and 0020H) <> 0 Then 
Do 

/* Receive instruction blocked, no outstanding print requests */ 

/* Busy wait until a GDP process sends a print request to the print */ 

/* request port. See Figure F-3 for the SEND unblocking the blocked REX3:iVE */ 

/* Such an event will trigger an interrupt in the AP */ 

/* (which we have disabled) and set Window_4.disp__state true */ 

./* indicating the nature of the interrupt. */ 

/* See Figure F-4 for details on the wakeup IPC and subsequent interrupt. */ 

Do While not Windowj4.dispj5tate? End; 

/* At this point Windcw_4 . selected_idx contains the index of the */ 

/* process object which was dispatched. Since we are using onlv process */ 

/* object one, the selected index will equal one. Windcw_4.selected_state */ 

/* contains software defined information concerning the action taken, */ 

/* if anv, b7 software in completing this instruction. */ 

Call Dispatch; /* Hang IP processor carrier cn disoatchinq port. */ 
End; 
End; 
End 

Get_j>r intjnessage ; 
Close window; 



Qiange 1 



F-7 



iAPX 432 Interface Processor Architecture Reference Manual 



Closejwindow: 
Procedure? 



/* Close winctow, note only two operands are required. */ 



Window_4.frf_prcs__idx = process__l; 

Window_4.frf__operand(0) = 3; 

Window_4.frfc^rand(l) = OOOOIOOB? 

Windowj4.frfj3perator = OOOH? 

Call Await_functionj3ainpletion; 
End 

Close_windaw; 



/* process object index */ 
/* window index */ 
/* entry state */ 
,/* Alter Map and Select Data */ 
/* Segment function code */ 
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IWEERPHDCESS OOMUNICRTION AND DISP7VKHING EXAMPIE 



Returnj>r intmessage : 
Prcxsediire? 

/* Seixl inessage to Print Reply Port. See Figure F-6 */ 

Windcwj4.frfj)rcs_idx = process__l; /* process object index */ 

Window_4.frf .operand (0) = reoly_port_aoc_sel; /* port */ 

Window_4.frf_operand(l) = inessagejacc_sel; /* message */ 

Windcw_4.frf_pperator - 016H? /* Send function code */ 

Call ftwait_function_ponipletion? 

If (Windc3wjl.frf_function_state and OOlOH) <> 0 Ihen 
Do 

/* Send instruction blocked, wait for a <3)P process to receive a */ 
/* message from the Print Reply Port. Busy wait for a GDP process */ 
/* to receives a message from the Print Reply Port* Sudi an event */ 
/* will trigger an AP interrupt and set Window_4.dispjstate true */ 
/* to indicate the nature of the interrupt. */ 

Do While not (Window__4.dispj5tate = 1) ? End; 

/* At this point Window_4.selected_idx contains the index of the */ 

/* process object v^ich was dispatched. Since we are using only process */ 

/* object one, the selected index will equal one. Window__4.selected__state V 

/* contains software defined information concerning the action taken, if */ 

/* eulYf bv SOftwiiLe In <AXUplecirK^ tills iriSttijjbiOf'i. "/ 

Call Dispatch; /* Hang IP processor carrier on dispatching port. */ 
End; 
End; 
End 

Returner intjnessage ; 



Change 1 
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/* V 
/* Initialization */ 

/* V 

Call Disable^Interrijpts? /* Busy waiting wiH be used, not the interrupt mechanism 

/* Also assume that no faults will occur 

Call Dispatch; 

^***********************************************^ 

/* V 

/* Print Driver Body */ 

/* V 

f************************************************^ 



Do While true; 

CclH Get^printjnessage; 

Call ppen_window; 

Do offset = 0 to 1023; 
Call Print (subrange (offset) ) ; 
End; 

Call Clo6e_window; 

Call Petumj>rintj[)ftessage; 
End; 
End 

Printer task; 



/* loop forever 

/* Receive a message from the Print Request Port. 

/* Open a window onto the message. 

/* Read and print the contents of the message 
/* using tte mapped subrange and the AP*s native 
/* instruction. Assume Print is a system routine. 

/* Close the window. 

/* Send the message to the Print Reply Port. 



V 
V 



V 

V 

V 

V 
V 
V 

V 

V 
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IP 
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PRINT 
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PRINT 
OBJECT 







"RECEIVE" 
function 



Figure F-2 IP Performs Blocking Receive 
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Figure F-3 GDP Executes SEND and Unblocks RECEIVE 
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Figure F-4 IP Responds to IPC 
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Figure F-5 Window Manipulation 
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Figure F-6 Print Feply 
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iyPPENDIX G 
IMPLEMENTATION NOTES 
December, 1981 



POaRT OPERATION 

The queue values placed in carriers are assumed by the microcode to 
be in the correct range (less than 2**14 and greater than or equal 
to -2**14). Incorrect deadline calculation will result from 
out-of-range values. 

WINDOW OPERATIONS 

If a fault occurs when executing an alter map operator in logical 
mode, ths window should be invalidated before retry is attempted, 
since, depending on the type of fault, the I/O lock for the obiect 
that the window was to have pointed to mav have already been set. 

The base disp pseudo-refinement mechanism is used when setting up 

a]-l random windows; this includes window 0 in random mode and window 

1 in interconnect mode. Therefore, a base disp of zero should be 

specified when initializing a window for interconnect access. (Note: 
this pseudo-refinement only works in logical mode.) 

When an invalidate windows IPC or a resume physical reference mode 
IPC is executed, or a fatal error occurs, all windows are 
iitmediately invalidated. If window 0 is open in block transfer 
mode, then the invalidation mav terminate this window in the middle 



buffer. Also, no information is written into the window status area 
on the number of blocks already transferred. 

To avoid fatal errors, the processor data segment has to be large 
enough to accommodate the control window. 

Forced termination is only valid for window 0 in buffer mode. 

The mapping facility areas in the control window disolay the actual 
block count (not block count minus one) ; this is also true for the 
read and write counts. 

The reserved field of the window 0 mapping facility area is actually 
written with the block count. This has beei done to allow 
deterministic testing of the chip. 

When force terminating window 0 (block mode) , the updated entrv 
state in the mapping facility area of the control window will only 
show a change in the transfer state field, the original values for 
transfer directicn, validity, and mode will remain intact. 




Change 2 
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The windowed bit is checked and set several microcodes after the data 
segment being windowed has been qualified. Consequently , when 
invalidating objects (clearing the storage allocated bit) , software 
should wait at least 50 microcycles before checking the windowed bit of 
an invalidated data segment. 



DISPATCH 

When the dispatch operator executes and finds a orocess at the dismtch 
port, the current process is suspended before process selection 
(wake-up) is executed. At this time, any faults that occur will be 
processor level faults, since no process is currently bound. 

Since a faulted process is not executable, it is possible to get into a 
situation where all processes are faulted and no functions can be 
executed via the control window on the IP. 

For Release 2.1, which adds a fault vector bit, at least one process 
should have the fault vector bit set in the the process status. 

FAULT HANDLING 

Context and Process level faults which occur viien a process is not 
bound to the processor are treated as processor level faults. 



GENERAL 

The IP INSERT SHORT ORDINAL operator takes slightly different inout 
data from the GDP INSERT SHORT ORDINAL ooerator; please refer to 
Appendix B of this document. 

The first reserved slot in the IP processor object (byte displacement 

28) has beei changed to psor obj ^ad and should contain an AD to the 

processor object itself. 

The most significant 10 hits in the operator ID double-byte in the 
fault informaticxi area are undefined and can take arbitrary values. The 
least significant 6 bits contain the ID code itself. 

It is advisable that IP process objects be frozen, since when a 
selection of an unfrozen process is attempted, a processor level fault 
occurs and the AP must ship the process off explicitly to the fault 
port. 

The context faulted bit in the process context ^status is only cleared 

when the microcode context fault handling routine exits normally. If a 
process fault occurs, e.g. address develoonent, then the process is 
sent to the fault port with both context and process faulted bits set. 
They should, therefore, be cleared by the process fault handler. 
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IMPLEMEOTATION WfJJES 



When qualifying the control windcM refinement of the processor data 
segment r neither the type of the refinement nor the tyoe of the base 
object is tested. 

If a fault occurs during processor qualification, it is considered a 
physical mexte fault and the processor returns to physical mode. (The 
processor is set to logical mode at the verv end of processor 
qualification.) However, the processor object may have been locked and 
the control window may have already been changed. 

The RETRIEVE TYPE DEFINITION OPERflTOR returns an exact image of the 
AD v?hidi is^n the type descriptor. Any rights \i*ich are placed into 
that AD wi.ll also be in the AD that is returned when the operator is 
executed. 



Change 2 
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